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TABLE 1
GROUNDWATER ELEVATION MEASUREMENTS

2024 ANNUAL GROUNDWATER MONITORING AND CORRECTIVE ACTION REPORT
GREENIDGE DRESDEN POWER GENERATING STATION - C-POND CCR

DTW Elevation DTW Elevation DTW Elevation
1101SH 462.29 14.34 447.95 15.30 446.99 15.93 446.36
1102SH 462.17 13.82 448.35 14.69 447.48 16.00 446.17
1104SH 465.92 12.56 453.36 12.45 453.47 12.60 453.32
W-2101SH 454.56 8.66 445.90 9.12 445.44 9.55 445.01
W-2102SH 453.05 7.33 445.72 7.67 445.38 7.95 445.10
W-2103SH 452.56 6.33 446.23 6.89 445.67 7.22 445.34
W-2201SH 496.57 18.80 477.77 20.97 475.60 21.55 475.02
W-2202B 532.59 14.88 517.71 14.53 518.06 16.74 515.85
W-2203SH 462.18 16.00 446.18 16.31 445.87 16.80 445.38
W-2204SH 462.66 16.60 446.06 17.04 445.62 17.56 445.10
W-2205B 463.07 16.00 447.07 16.36 446.71 16.60 446.47
PZ-2401 463.88 12.43 451.45 13.41 450.47 15.17 448.71
PZ-2402 465.20 18.76 446.44 18.95 446.25 19.23 445.97
PZ-2403 463.39 17.14 446.25 17.35 446.04 17.74 445.65

Notes:
DTW - Depth to water

GW Sampling Event #9/Quarterly GW Level #1
11/21/2024

GW Sampling Event #10/Quarterly GW Level #3
9/16/2024

All DTW data as provided to AECOM by Adirondack Environmental Services (AES), Albany, New York, Various Dates, 2024

Reference 
ElevationLocation

Date
Quarterly GW Level #2

5/15/2024

https://aecom-my.sharepoint.com/personal/ed_murphy_aecom_com/Documents/2024 Dresden Annual Report/501_Annual Report/Table 1 - Groundwater Elevation Compendium.xlsx



TABLE 2
GROUNDWATER ANALYTICAL DATA

2024 ANNUAL GROUNDWATER MONITORING AND CORRECTIVE ACTION REPORT
GREENIDGE DRESDEN POWER GENERATING STATION - C-POND CCR

W-2101SHW-2101SHW-2102SHW-2102SHW-2102SHW-2102SH
2101-SH-2405162101-SH-2411222102-SH-2405162200-SH-2405162102-SH-2411222200-SH-241122
5/16/202411/22/20245/16/20245/16/202411/22/202411/22/2024
N N N FD N FD

Event 9 Event 10Event 9 Event 9 Event 10Event 10
Group Parameter GWPS UnitResult Result Result Result Result Result

Appendix III PH su 6.8 6.7 6.9 6.9 6.9 6.9 
Appendix III TOTAL DISSOLVED SOLIDS mg/l 620 835 475 395 410 430 
Appendix III CHLORIDE (AS CL) mg/l 116 121 115 N 115 118 118 
Appendix III FLUORIDE 4 mg/l < 0.2 U < 0.2 U < 0.2 U < 0.2 U < 0.2 U < 0.2 U
Appendix III SULFATE (AS SO4) mg/l 106 235 2.79 2.36 < 2 U < 2 U
Appendix III BORON mg/l 0.06 0.086 0.078 0.08 0.102 0.099 
Appendix III CALCIUM mg/l 123 163 75.2 77 75.6 81.6 
Appendix IV ANTIMONY 0.006 mg/l < 0.0004 U < 0.0004 U < 0.0004 U < 0.0004 U < 0.0004 U < 0.0004 U
Appendix IV ARSENIC 0.01mg/l 0.0031 0.0038 0.0017 0.0017 0.0016 N 0.0016 
Appendix IV BARIUM 2.0 mg/l 0.065 0.076 0.187 0.194 0.177 0.185 
Appendix IV BERYLLIUM 0.004 mg/l < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U
Appendix IV CADMIUM 0.005 mg/l < 0.001 U < 0.001 U < 0.001 U < 0.001 U < 0.001 U < 0.001 U
Appendix IV CHROMIUM, TOTAL 0.1 mg/l 0.008 < 0.0037 U < 0.0045 U < 0.0045 U < 0.0037 U < 0.0037 U
Appendix IV COBALT 0.006 mg/l 0.0014 0.002 < 0.001 U < 0.001 U < 0.001 NU < 0.001 U
Appendix IV FLUORIDE 4 mg/l < 0.2 U < 0.2 U < 0.2 U < 0.2 U < 0.2 U < 0.2 U
Appendix IV LEAD 0.0202 mg/l < 0.0019 U < 0.0024 U < 0.0019 U < 0.0019 U < 0.0024 U < 0.0024 U
Appendix IV LITHIUM 0.255 mg/l < 0.021 U 0.048 < 0.021 U < 0.021 U 0.042 0.041 
Appendix IV MERCURY 0.002 mg/l < 0.0002 U < 0.0002 U < 0.0002 U < 0.0002 U < 0.0002 U < 0.0002 U
Appendix IV MOLYBDENUM 0.1 mg/l 0.006 < 0.0083 U < 0.0045 U < 0.0045 U < 0.0083 U < 0.0083 U
Appendix IV SELENIUM 0.05 mg/l < 0.0028 U < 0.0036 U < 0.0028 U < 0.0028 U < 0.0036 U < 0.0036 U
Appendix IV THALLIUM 0.002 mg/l < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U
Appendix IV RADIUM-226 5 pci/l < 1.1 U 0.12 J < 1 U 0.3 J 0.92 J 0.23 J
Appendix IV RADIUM-228 5 pci/l 0.39 J 0.22 J 0.59 J 1.25 1.2 1.5 
Appendix IV RADIUM-226 and RADIUM-228 Combined pci/l 0.39 0.34 0.59 1.55 2.12 1.73 
Field MeasurementsDepth to Water ft 8.66 9.55 7.33 7.33 7.95 7.95 
Field MeasurementsTEMPERATURE deg c 12 12 12 12 12 12 
Others ALKALINITY, TOTAL (AS CACO3)mgcaco3/l270 320 220 230 240 240 
Others MAGNESIUM mg/l 26.8 32.6 16 16.6 15.3 15.4 
Others IRON mg/l 2.08 2.74 3.63 3.74 3.2 N+ 3.25 
Others POTASSIUM mg/l 5.56 5.31 6.11 6.3 5.26 5.02 
Others SODIUM mg/l 56.9 95.2 57.4 Z 64.9 75.2 72.4 

Location
Sample Name
Sample Date
Sample Type

Event



TABLE 2
GROUNDWATER ANALYTICAL DATA

2024 ANNUAL GROUNDWATER MONITORING AND CORRECTIVE ACTION REPORT
GREENIDGE DRESDEN POWER GENERATING STATION - C-POND CCR

Group Parameter GWPS Unit
Appendix III PH su
Appendix III TOTAL DISSOLVED SOLIDS mg/l
Appendix III CHLORIDE (AS CL) mg/l
Appendix III FLUORIDE 4 mg/l
Appendix III SULFATE (AS SO4) mg/l
Appendix III BORON mg/l
Appendix III CALCIUM mg/l
Appendix IV ANTIMONY 0.006 mg/l
Appendix IV ARSENIC 0.01mg/l
Appendix IV BARIUM 2.0 mg/l
Appendix IV BERYLLIUM 0.004 mg/l
Appendix IV CADMIUM 0.005 mg/l
Appendix IV CHROMIUM, TOTAL 0.1 mg/l
Appendix IV COBALT 0.006 mg/l
Appendix IV FLUORIDE 4 mg/l
Appendix IV LEAD 0.0202 mg/l
Appendix IV LITHIUM 0.255 mg/l
Appendix IV MERCURY 0.002 mg/l
Appendix IV MOLYBDENUM 0.1 mg/l
Appendix IV SELENIUM 0.05 mg/l
Appendix IV THALLIUM 0.002 mg/l
Appendix IV RADIUM-226 5 pci/l
Appendix IV RADIUM-228 5 pci/l
Appendix IV RADIUM-226 and RADIUM-228 Combined pci/l
Field MeasurementsDepth to Water ft
Field MeasurementsTEMPERATURE deg c
Others ALKALINITY, TOTAL (AS CACO3)mgcaco3/l

Others MAGNESIUM mg/l
Others IRON mg/l
Others POTASSIUM mg/l
Others SODIUM mg/l

Location
Sample Name
Sample Date
Sample Type

Event

W-2103SHW-2103SHW-2201SHW-2201SHW-2202B W-2202B
2103-SH-2405162103-SH-2411222201-SH-2405152201-SH-2411222202-XB-2405162202-XB-241122
5/16/202411/22/20245/15/202411/21/20245/16/202411/22/2024
N N N N N N

Event 9 Event 10Event 9 Event 10Event 9 Event 10
Result Result Result Result Result Result
7.1 7.0 7.4 7.1 7.4 7.3 
525 445 675 590 565 525 
119 121 78.6 84.6 31.6 31.9 
< 0.2 U < 0.2 U < 0.2 U < 0.2 U < 0.2 U < 0.2 U
28.3 18.2 48.2 48.5 135 132 
0.055 0.089 0.047 0.049 0.92 0.9 
84.6 88.8 142 142 103 87 
0.0004 0.0009 < 0.0004 U 0.0004 < 0.0004 U 0.0005 
0.0335 0.0321 < 0.001 U < 0.001 U 0.0014 0.0008 J
0.12 0.129 0.113 0.131 0.073 0.056 
< 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U
< 0.001 U < 0.001 U < 0.001 U < 0.001 U < 0.001 U < 0.001 U
< 0.0045 U < 0.0037 U < 0.0045 U < 0.0037 U < 0.0045 U < 0.0037 U
< 0.001 U < 0.001 U < 0.001 U < 0.001 U 0.0018 0.0009 J
< 0.2 U < 0.2 U < 0.2 U < 0.2 U < 0.2 U < 0.2 U
< 0.0019 U < 0.0024 U < 0.0019 U < 0.0024 U < 0.0019 U 0.003 
< 0.021 U 0.038 < 0.021 U < 0.023 U < 0.021 U 0.074 
< 0.0002 U < 0.0002 U < 0.0002 U < 0.0002 U < 0.0002 U < 0.0002 U
< 0.0045 U 0.009 < 0.0045 U < 0.0083 U < 0.0045 U < 0.0083 U
< 0.0028 U < 0.0036 U < 0.0028 U 0.009 < 0.0028 U < 0.0036 U
< 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U
< 0.96 U 0.99 J 0.36 J < 1.2 U 0.52 J 0.38 J
0.64 J 0.88 J 0.51 J 0.38 J 1.46 1.59 
0.64 1.87 0.87 0.38 1.98 1.97 
6.33 7.22 18.80 21.55 14.88 16.74 
13 12 12 13 13 10 
220 240 400 400 310 310 
15 14.4 36.6 36.2 48.7 42.9 
15.3 15.7 0.018 0.05 0.933 0.582 
6.53 5.16 2.16 1.75 4.97 3.45 
69.1 79.7 48.8 54.5 39.5 42 



TABLE 2
GROUNDWATER ANALYTICAL DATA

2024 ANNUAL GROUNDWATER MONITORING AND CORRECTIVE ACTION REPORT
GREENIDGE DRESDEN POWER GENERATING STATION - C-POND CCR

Group Parameter GWPS Unit
Appendix III PH su
Appendix III TOTAL DISSOLVED SOLIDS mg/l
Appendix III CHLORIDE (AS CL) mg/l
Appendix III FLUORIDE 4 mg/l
Appendix III SULFATE (AS SO4) mg/l
Appendix III BORON mg/l
Appendix III CALCIUM mg/l
Appendix IV ANTIMONY 0.006 mg/l
Appendix IV ARSENIC 0.01mg/l
Appendix IV BARIUM 2.0 mg/l
Appendix IV BERYLLIUM 0.004 mg/l
Appendix IV CADMIUM 0.005 mg/l
Appendix IV CHROMIUM, TOTAL 0.1 mg/l
Appendix IV COBALT 0.006 mg/l
Appendix IV FLUORIDE 4 mg/l
Appendix IV LEAD 0.0202 mg/l
Appendix IV LITHIUM 0.255 mg/l
Appendix IV MERCURY 0.002 mg/l
Appendix IV MOLYBDENUM 0.1 mg/l
Appendix IV SELENIUM 0.05 mg/l
Appendix IV THALLIUM 0.002 mg/l
Appendix IV RADIUM-226 5 pci/l
Appendix IV RADIUM-228 5 pci/l
Appendix IV RADIUM-226 and RADIUM-228 Combined pci/l
Field MeasurementsDepth to Water ft
Field MeasurementsTEMPERATURE deg c
Others ALKALINITY, TOTAL (AS CACO3)mgcaco3/l

Others MAGNESIUM mg/l
Others IRON mg/l
Others POTASSIUM mg/l
Others SODIUM mg/l

Location
Sample Name
Sample Date
Sample Type

Event

W-2203SHW-2203SHW-2204SHW-2204SHW-2205B W-2205B
2203-SH-2405152203-SH-2411212204-SH-2405152204-SH-2411212205-XB-2405152205-XB-241121
5/15/202411/21/20245/15/202411/21/20245/15/202411/21/2024
N N N N N N

Event 9 Event 10Event 9 Event 10Event 9 Event 10
Result Result Result Result Result Result
7.3 7.1 8.2 11.2 8.2 7.8 
560 595 445 520 1390 1340 
127 140 124 131 99.6 102 
0.2 0.21 0.22 0.57 0.68 0.7 
51.7 119 41.8 21 502 508 
0.123 0.135 0.099 0.217 1.43 1.35 
100 144 43 6.01 17.4 16.3 
< 0.0004 U < 0.0004 U < 0.0004 U 0.0008 < 0.0004 U < 0.0004 U
0.0087 0.0062 0.0595 0.02 < 0.001 U < 0.001 U
0.297 0.296 0.052 0.006 0.011 0.01 
< 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U
< 0.001 U < 0.001 U < 0.001 U < 0.001 U < 0.001 U < 0.001 U
< 0.0045 U < 0.0037 U < 0.0045 U < 0.0037 U < 0.0045 U < 0.0037 U
< 0.001 U < 0.001 U < 0.001 U < 0.001 U < 0.001 U < 0.001 U
0.2 0.21 0.22 0.57 0.68 0.7 
< 0.0019 U < 0.0024 U < 0.0019 U < 0.0024 U < 0.0019 U < 0.0024 U
< 0.021 U 0.052 < 0.021 U < 0.023 U < 0.021 U 0.203 
< 0.0002 U < 0.0002 U < 0.0002 U < 0.0002 U < 0.0002 U < 0.0002 U
< 0.0045 U < 0.0083 U < 0.0045 U 0.028 < 0.0045 U < 0.0083 U
< 0.0028 U < 0.0036 U < 0.0028 U < 0.0036 U < 0.0028 U < 0.0036 U
< 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U < 0.0005 U
1.32 0.9 J 0.55 J 0.3 J < 1 U < 1.2 U
1.2 0.62 J 0.68 J 0.52 J 0.11 J 0.81 J
2.52 1.52 1.23 0.82 0.11 0.81 
16.00 16.80 16.60 17.56 16.00 16.60 
16 14 16 12 13 12 
240 250 180 240 450 430 
17.3 21.3 9.71 0.175 7.45 6.41 
7.47 9.38 1.73 0.081 0.141 0.167 
7.46 5.81 6.74 5.12 4 1.81 
68.8 80.8 101 199 402 428 
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To:  
Edward M. Murphy, PE
Senior Project Manager
AECOM
50 Lakefront Blvd.
Suite 111
Buffalo, New York 14105

CC:
Dennis Connair, Principal 
Hydrogeologist, AECOM Cincinnati

 AECOM
400 Monroe Street 
Detroit, MI 48226 
aecom.com

Project name:
Greenidge Dresden C-Pond

Project ref: 
60723147.2

From:
Sarah L. Hession, Ph.D., Principal 
Statisican and Geographer

Date:
February 20, 2024

 

TECHNICAL MEMORANDUM

Greenidge Power Generating Station
C-Pond Baseline Monitoring (2023)
Statistical Procedures and Results

The cumulative groundwater data collected for Appendix III and Appendix IV indicator parameters in the 
C-Pond area were evaluated in accordance with the statistical procedures certified on February 19, 2024 
(AECOM 2024). The data were evaluated using an interwell approach that statistically compares 
constituent concentrations at downgradient monitoring wells to those present at background wells. 
Monitoring wells W-2201SH, W-2202B, and W-2205B are designated as background wells because they 
are located upgradient of C-Pond, whereas the remaining monitoring wells W-2101SH, W-2102SH, W-
2103SH, W-2203SH, and W-2204SH are located downgradient of C-Pond.  A Statistical Analysis Plan 
(SAP) is included in Attachment A.

ProUCL Version 5.2 was selected for the development of site-specific background upper prediction limits 
(UPLs) with a 95-percent level of confidence for each Appendix III and Appendix IV constituent utilizing 
monitoring well data from background wells collected between January and October 2023. The input file 
used for development of the updated UPLs is provided as Attachment A. Output files from ProUCL are 
provided in Attachment B. A lower prediction limit (LPL) was also developed for pH which is a two-sided 
parameter.  The concentrations of detected Appendix III and Appendix IV constituents were entered as 
reported by the laboratory [non-detections set to Reporting Limit (RL)] and evaluated using ProUCL to 
determine if the population exhibited a normal, lognormal, or nonparametric distribution. Data from the 
downgradient monitoring wells for the 2023 sampling period were compared to the respective 95% UPL 
for each constituent to identify statistically significant increases (SSIs) over background.  For statistical 
analysis comparing compliance well data to UPLs during the current reporting period, non-detect values 
were represented as one-half the method detection limit. The results of the analyses, including the UPLs, 
are provided in Table 1 and Table 2.  The output of the ProUCL calculations is included in Attachment B.
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Table 1.  Statistical Analysis Methods and Background Upper Prediction Limits for App III Analytes

Parameter
(Units)

Number of
Samples

Percent
Nondetects

Normal or
Lognormal

Distribution?

Statistical
Method

Background
UPL/LPL

Boron (mg/L) 24 0 No/No Nonparametric 1.505

Calcium (mg/L) 24 0 Yes/No Normal 207.4

Chloride (mg/L) 24 0 No/No Nonparametric 110.8

Fluoride (mg/L) 24 62.5 Yes/No Normal 0.71

pH (std units) 24 0 Yes/No Normal 8.022/6.237

Sulfate (mg/L) 24 0 No/No Nonparametric 1316

TDS (mg/L) 24 0 No/No Nonparametric 1478
Notes:
mg/L = milligrams per liter
UPL = 95% upper prediction limit
LPL = 95% lower prediction limit
Prediction Limits calculated using data from January to October 2023.

Table 2.  Statistical Methods, Background Upper Prediction Limits, and GWPSs for App IV
Analytes

Parameter
(Units)

Number
of

Samples

Percent
Non-

detects

Normal or
Lognormal

Distribution?

Statistical
Test

Background
UPL

Default
GWPS

Site-
specific
GWPS

Antimony
(mg/L)

24 70.8 Yes/Yes Normal 0.00087 0.006 0.006

Arsenic
(mg/L)

24 50 Yes/Yes Normal 0.00477 0.01 0.01

Barium
(mg/L)

24 0 Yes/No Normal 0.225 1 1

Beryllium
(mg/L)

24 91.6 No/No Nonparametric 0.000575 0.004 0.004

Cadmium
(mg/L)

24 100 No/No MDL 0.001 0.005 0.005

Chromium
(mg/L)

24 66.7 Yes/Yes Normal 0.0175 0.1 0.1

Cobalt
(mg/L)

24 66.7 Yes/Yes Normal 0.00353 0.006 0.006

Fluoride
(mg/L)

24 62.5 Yes/Yes Normal 0.71 4 4

Lead (mg/L) 24 37.5 No/Yes Lognormal 0.0202 0.015 0.0202

Lithium
(mg/L)

24 66.7 Yes/Yes Normal 0.244 0.04 0.244

Mercury
(mg/L)

24 100 No/No MDL 0.0002 0.002 0.002
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Molybdenum
(mg/L)

24 91.6 No/No MDL 0.005 0.1 0.1

Selenium
(mg/L)

24 100 No/No MDL 0.003 0.05 0.05

Thallium
(mg/L)

24 95.8 No/No MDL 0.0005 0.002 0.002

Radium 226
and 228
combined
(pCi/L)

24 54.17 Yes/No Normal 1.616 5 5

Notes:
mg/L = milligrams per liter
pCi/L = picoCuries per liter
GWPS = Groundwater Protection Standard
UPL = upper prediction limit
LPL = lower prediction limit
MDL = background limit set at maximum detection or reporting limit
MCL = maximum contaminant level as defined in Coal Combustion Residual (CCR) Rule Appendix A, Subpart O
Upper Prediction Limit calculated using data from January to October 2023.
All of the cadmium, mercury, molybdenum, selenium, and thallium results in the background monitoring wells
were reported as not detected or detected less than 5 percent. For these constituents, the maximum detection
or reporting limit was selected as the UPL per the double quantification rule in the U.S. Environmental
Protection Agency’s Unified Statistical Guidance (2009).

Appendix IV analytes identified as SSIs in a specific well were further evaluated by calculating 95% lower 
confidence limits for the mean concentration (95% LCLs) and comparing them to their respective 
groundwater protection standards (GWPS). If a 95% LCL exceeded it’s respective GWPS, the analyte 
was identified as an SSL in the well with the exceedance. Results of comparisons to 95% UPLs based on 
background concentrations and comparisons of 95% LCLs to their respective GWPS are summarized in 
Table 3 for Appendix III parameters and Table 4 for Appendix IV parameters.

Murphy, Ed
Stamp
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Table 4.  Summary of Statistical Method Analysis Results, Assessment Monitoring, Appendix IV
Analytes

Well Sb As Ba Be Cd Cr Co F Pb Li Hg Mo Ra Se Th

W-2101SH ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- SSI ---- ---- ----

W-2102SH ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- ----

W-2103SH ---- SSL ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- ----

W-2203SH ---- SSL SSI ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- ---- ----

W-2204SH ---- SSL ---- ---- ---- ---- ---- ---- ---- ---- ---- SSI ---- ---- ----

SSI Statistically Significant Increase over background UPL
SSL Statistically Significant Level - 95% LCL exceeds UPL/GWPS

References

AECOM. 2024. Greenidge Power Generating Station Groundwater Statistical Analysis Plan, CCR
Monitoring Program. Greenidge Generation LLC, Dresden, New York.



ATTACHMENT A

GREENIDGE POWER GENERATING STATION 
GROUNDWATER STATISTICAL ANALYSIS PLAN 

CCR MONITORING PROGRAM
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1. Statistical Methodology

1.1 Regulatory Guidance
Regulatory guidance provided in the CCR rule specifies that a CCR groundwater monitoring program
include selection of the statistical procedures to be used for evaluating groundwater quality data as
required by 40 CFR § 257.93.

After the initial eight sets of baseline groundwater samples are collected and analyzed, the data are
statistically evaluated to determine whether there are any statistically significant increases (SSIs) over
background concentrations (or decrease, for pH) for the Appendix III constituents (Table A-1).  In
determining whether an SSI has occurred, the constituent concentrations at in downgradient monitoring
wells are compared to background concentrations using the statistical methods discussed below.

Table A-1. Appendix III Detection Monitoring Constituents
Constituent Units
pH S.U.
Total Dissolved Solids (TDS) mg/L
Chloride (Cl) mg/L
Fluoride (F) mg/L
Sulfate (SO4) mg/L
Boron (B) mg/L
Calcium (Ca) mg/L

40 CFR § 257.93(f) outlines the statistical methods available to evaluate groundwater monitoring data.
The statistical test(s) chosen will be conducted separately for each constituent in each monitoring well
and will be appropriate for the constituent data and their distribution.  The available statistical methods
include:

¶ A parametric analysis of variance (ANOVA) followed by multiple comparison procedures to identify
statistically significant evidence of contamination.  The method must include estimation and testing
of the contrasts between each compliance well’s mean and the background mean levels for each
constituent;

¶ An ANOVA based on ranks followed by multiple comparison procedures to identify statistically
significant evidence of impacts.  The method must include estimation and testing of the contrasts
between each compliance well’s median and the background median levels for each constituent;

¶ A tolerance or prediction interval procedure, in which an interval for each constituent is established
from the distribution of the background data and the level of each constituent in each compliance
well is compared to the upper tolerance or prediction limit;

¶ A control chart approach that gives control limits for each constituent; or

¶ Another statistical test method that meets the performance standards of 40 CFR 257.94(g) outlined
in the paragraph below.

Any of the statistical methods chosen will comply with the following performance standards, as
appropriate, based on the statistical test method used.

¶ The statistical method used to evaluate groundwater monitoring data will be appropriate for the
constituent distribution (i.e., parametric or nonparametric).
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¶ If an individual well comparison procedure is used to compare an individual compliance well
constituent concentration with background constituent concentrations or a groundwater protection
standard, the test shall be done at a Type I error level no less than 0.01 or 0.05, depending on the
method chosen.  This performance standard does not apply to tolerance intervals, prediction
intervals, or control charts.

¶ If a control chart approach is used to evaluate groundwater monitoring data, the specific type of
control chart and its associated parameter values shall be such that this approach is at least as
effective as any of the other statistical analysis approaches specified above.

¶ If a tolerance interval or a prediction interval is used to evaluate groundwater monitoring data, the
levels of confidence and, for tolerance intervals, the percentage of the population that the interval
must contain, shall be such that this approach is at least as effective as any of the other statistical
analysis approaches specified above.

¶ The statistical method must account for data below the limit of detection with one or more statistical
procedures that shall be at least as effective as any of the other statistical analysis approaches
specified above.

¶ If necessary, the statistical method must include procedures to control or correct for seasonal and
spatial variability as well as temporal correlation in the data.

In accordance with 40 CFR § 257.93(f)(6), a certification from a qualified professional engineer will be
obtained stating that the selected statistical method is appropriate for evaluating the CCR groundwater
monitoring data.  The certification must include a narrative description of the statistical method selected to
evaluate the groundwater monitoring data.

Assessment monitoring is required per 40 CFR § 257.95 whenever an SSI over background levels (or
decrease, for pH) has been detected for one or more of the constituents listed in Table A-1 in two
consecutive monitoring events.  An assessment monitoring program includes annual groundwater
sampling and analysis for the constituents listed in 40 CFR § 257 Appendix IV (Table A-2) and
semiannual sampling of Appendix III and previously detected Appendix IV parameters.  The purpose of
assessment monitoring is to determine if a release of Appendix IV constituents has occurred.

Table A-2. Appendix IV Assessment Monitoring Constituents
Constituent Units
Antimony (Sb) mg/L
Arsenic (As) mg/L
Barium (Ba) mg/L
Beryllium (Be) mg/L
Cadmium (Cd) mg/L
Chromium (Cr) mg/L
Cobalt (Co) mg/L
Fluoride (F) mg/L
Lead (Pb) mg/L
Lithium (Li) mg/L
Mercury (Hg) mg/L
Molybdenum (Mo) mg/L
Selenium (Se) mg/L
Thallium (Tl) mg/L
Radium 226 and 228 combined pCi/L
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1.2 Statistical Analysis Approach
There is no single statistical analysis method appropriate for all groundwater constituent datasets. It is
most prudent to use a suite of statistical methods that are dependent on the data and their distributions.
Statistical analyses will be based on an interwell and/or intrawell approach for the purpose of determining
if the C-Pond has impacted groundwater quality.  The statistical algorithms used for the interwell and
intrawell approaches will be chosen based on the groundwater constituent data and their distributions, as
well as consideration of natural seasonal or spatially varying groundwater constituent concentrations.  It is
important to recognize there is no requirement in the CCR Rule to use the same statistical method or
approach for every constituent.  Depending on characteristics of the Site and data that are collected, a
mix of interwell and intrawell tests may be warranted.

After eight rounds of baseline data are obtained, exploratory data analysis will be performed to determine
whether there are seasonal or spatial variations in constituent concentrations so that the appropriate
statistical analysis method(s) could be selected.  The data also will be examined for outliers and the
percentage of non-detect values to verify that the data collected are suitable for statistical analysis and to
guide the selection of the statistical tests.  Goodness-of-ýt tests were also used to determine whether the
data can be normalized (possibly via a transformation) or not so that the appropriate statistical analysis
method(s) can be selected.  An interwell approach was selected for this Site following the guidelines
outlined below. This approach method is subject to change based on changing Site conditions.

1.2.1 Interwell Statistical Approach

An interwell statistical approach may be used where suitable data are available for background and
downgradient compliance wells. Interwell tests compare the statistical differences between upgradient
background and downgradient compliance wells.  An interwell approach may not be appropriate for
constituents that occur naturally and vary substantially in concentration across the Site due to natural
hydrogeologic or geochemical factors, thus exhibiting significant natural variability.  For these cases,
constituent concentrations greater than background might be attributed to anthropogenic contamination
using an interwell approach, when the differences are natural and due to locally varying distributions of
groundwater constituents.  For such constituents, an intrawell approach may be warranted.  Where an
interwell statistical approach is selected, the actual statistical method(s) chosen will be determined based
on the percentage of non-detect measurements and the constituent data distribution as outlined below.
When the percentage of non-detects is small (i.e., less than 15 percent) and the background data can be
normalized and are stationary (i.e., stable over time), the following statistical methods are highly
recommended by EPA (2009):

¶ Interwell control charts with retesting; or

¶ Parametric interwell prediction limit methods with retesting.

Note that the specific retesting method will be chosen to account for the size of the well network, the
amount of background data available, the number of constituents being monitored, the Site-specific mix of
intrawell and interwell tests, and its impact on the statistical power and accuracy of the statistical test.
When the data cannot be normalized (perhaps due to a large percentage of non-detects), the following
statistical method is recommended (EPA 2009):

¶ Non-parametric interwell prediction limits with retesting, when the background data are stationary
(i.e., stable over time) but cannot be normalized.
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1.2.2 Intrawell Statistical Approach

An intrawell statistical approach may be used if background monitoring wells are not available or where
naturally varying hydrogeologic or geochemical conditions result in significant natural variations in
groundwater quality conditions.  Intrawell testing compares earlier (“background”) versus more recent
data within each individual well. Because statistical comparisons are made within the well, naturally
occurring spatial constituent concentration differences between wells do not affect intrawell tests. Intrawell
tests establish an SSI by monitoring changes in concentration trends over time.  As with the interwell
approach, the intrawell statistical method(s) chosen will be appropriate for the constituent data (e.g.,
percentage of non-detects) and their distribution (i.e., parametric or non-parametric) as outlined below.
When the percentage of non-detects is small (i.e., less than 15 percent) and the background data can be
normalized and are stationary (i.e., stable over time), the following statistical methods are highly
recommended by EPA (2009):

¶ Intrawell control charts with retesting; or

¶ Parametric intrawell prediction limit methods with retesting.

Note that the specific retesting method will be chosen to account for the size of the well network, the
amount of background data available, the number of constituents being monitored, the Site-specific mix of
intrawell and interwell tests, and its impact on the statistical power and accuracy of the statistical test.
When the data cannot be normalized (perhaps due to a large percentage of non-detects) or the
background data show prior trends, the following statistical methods are recommended by EPA (2009):

¶ Non-parametric intrawell prediction limits with retesting, when the background data are stationary
(i.e., stable over time) but cannot be normalized.

¶ Trend tests (possibly with retesting) for cases of unstable background data, using some
combination of Linear Regression, Mann-Kendall, and/or Akritas-Theil-Sen tests, depending on the
nature of the trend residuals and the frequency of non-detects.

2. Detection Monitoring

2.1 Triggers and Timing
Detection monitoring will be performed semiannually for the constituents specified in Appendix III of the
CCR Rule (Table 1).  Sample collection will be completed in accordance with the procedures described in
Section 3.0 of the Final Groundwater Sampling and Analysis Plan (AECOM 2023).  All information
obtained will be evaluated and posted to the operating record.

As previously stated, an SSI will be identified when a concentration of an Appendix III parameter in a
downgradient monitoring well exceeds its appropriate background statistical limit (upper prediction limit or
similar) in two consecutive monitoring events. SSIs are determined on a well- and analyte-specific basis.
The statistical testing approach will involve an interwell approach with calculation of a 95% upper
prediction limit (95% UPL) on the combined upgradient background data for each analyte, in accordance
with 40 CFR § 257.93(f) as described in EPA (2009). Background data will be evaluated for statistical
distribution (normal or lognormal) and the presence of outliers. If neither distribution is identified, a
nonparametric method will be used. Since pH can be too low or too high, a 95% lower prediction limit
(95% LPL) will also be established.
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2.2 Detection – Alternative Source Demonstration
When an SSI is identified, an alternate source determination (ASD) can proceed in accordance with 40
CFR § 257.94(e)(2) to determine if a source other than the CCR unit caused the Appendix III SSI. The
SSI may have resulted from error in sampling, laboratory analysis, statistical evaluation, or natural
variation in groundwater quality that is not reproducible. If a valid ASD is not established, monitoring must
shift to assessment mode as described below.

3. Assessment Monitoring

3.1 Triggers and Timing
Under assessment monitoring, the facility must test for the concentration of Appendix IV constituents in
addition to Appendix III. Upon identifying concentrations, the facility must establish a groundwater
protection standard (GWPS) for each detected Appendix IV constituent.

Establishing a GWPS requires the statistical evaluation of Appendix IV constituent concentrations in
background wells. The 95% UPLs developed for Appendix IV constituents as described above will serve
as statistical upper limits for background concentrations. The GWPS will be the greater of this statistical
upper limit and the default values identified in 40 CFR 257.95(h) (i.e. Safe Drinking Water Maximum
Contaminant Limits [MCL] or the listed values for those constituents without an MCL).

Upon establishing GWPSs, the facility must test whether the detected Appendix IV constituents are
present at a statistically significant level (SSL) above their respective GWPS. To identify SSLs for
Appendix IV analytes present in downgradient monitoring wells above their respective 95% UPLs, 95%
lower confidence limits for the mean (95% LCLs) of the most recent eight (8) samples collected in that
well will be calculated and compared to the GWPS. If the 95% LCL exceeds the GWPS, an SSL will be
declared.

4. References

U.S. Environmental Protection Agency. 2009. Statistical Analysis of Groundwater Monitoring Data at
RCRA Facilities. Unified Guidance. EPA 530-R-09-007. March. 884 pp.

AECOM. 2023. Final Groundwater Sampling and Analysis Plan, Greenidge Power Generating Station,
CCR Monitoring Program. Greenidge Generation LLC, Dresden, New York.
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1. Introduction

AECOM USA, Inc. (AECOM) was retained by Greenidge Generation LLC (Greenidge) to install and develop three
groundwater piezometers associated with the “C-Pond” groundwater monitoring network at the Greenidge Generating
Station (Greenidge Station). The Greenidge Station, located in Dresden, New York, is a former coal-fired power
generating facility located on Seneca Lake, approximately 14 miles south of Geneva in the Village of Dresden, Town
of Torrey, Yates County, New York. The generating unit ceased operating as a coal-fired unit in 2011. After Greenidge
purchased the facility in 2014, the unit was retrofitted to burn natural gas with the ability to co-fire up to 19% wood
biomass. The location of Greenidge Station is shown on Figure 1.

This Monitoring Well Installation Report documents the activities implemented by AECOM on behalf of Greenidge to
install a series of three piezometers, now identified as P-2401, P-2402, and P-2403.

These three piezometers will be measured quarterly for one year to further refine the groundwater flow direction in
the “C-Pond” area.

2. Field Activities

2.1 Staking and Utility Clearances
The proposed locations of the three piezometers were field located by an AECOM geologist and staked. Potential
interference with above- and below-ground utilities was cleared by UDIG-NY and by Ground Penetrating Radar
Systems LLC (GPRS), a private utility locate service under subcontract to AECOM. GPRS evaluated the potential for
buried utilities and structures in the area of the proposed wells. In addition, each well boring was manually precleared
by advancing a hand auger to a depth of 5 feet below ground surface (ft bgs) before being advanced to target depths
using direct push methods. Manual pre-clearing and drilling and well installation services were provided by Matrix
Technologies, Inc. (Matrix) of Orchard Park, New York.

2.2 Drilling and Logging Methods
Drilling and installation of the piezometers was performed by Mr. Rich Reagan of Matrix. Mr. Reagan and a driller’s
helper were on site for the complete duration of the borehole drilling and piezometer installation activities. A
Geoprobe 7822DT drill rig was used to advance borings using hollow stem auger drilling at each well location.

Each boring was advanced using a 2-inch inside diameter (ID) 5-foot length macrocore to collect representative
samples of the subsurface materials to the total depth of the boring. A 4 1/4-inch ID hollow stem auger was then
advanced to target depth. P-2401, P-2402 and P-2403 were constructed as described in Section 2.4.

Piezometer locations are shown on Figure 2. The lithologic characteristics observed by the field geologist are
presented in the boring logs presented in Appendix A.

2.3 Equipment Decontamination
Downhole drilling equipment was decontaminated by Matrix prior to arrival at Greenidge Station. Between boreholes
the downhole tooling was decontaminated by cleaning the equipment with an on-site hot water pressure washer and
flushing the equipment with mild laboratory-grade detergent (Alconox®) solution followed by a potable water rinse to
remove residual soil cuttings prior to use at the next borehole. Potable water from the Greenidge Station was used for
decontamination, drilling, and well installation.

2.4 Piezometer Construction
Piezometer construction details are provided in the table below and included on the boring and well construction logs
provided in Appendix A.
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Table 1.  Monitoring Well Construction Details

Piezometer ID
Installation

Date
Depth

(ft-bgs)

Screen
Interval
(ft-bgs)

Sand Filter
Pack

(ft-bgs)

Bentonite
Interval
(ft-bgs)

Annulus Fill
(Sand and
Cuttings)
(ft-bgs)

P-2401 5/7/2024 26 16-26 14-26 12-14 0-12

P-2402 5/6/2024 30 20-30 18-30 16-18 0-18

P-2403 5/7/2024 30 20-30 18-30 16-18 0-18

Each of the three piezometers were installed through an apparent overlying coal combustion residual (CCR) layer
approximately 13- to 15-feet below ground surface (bgs).

The pre-packed 10-foot length, 1-inch diameter 0.010-inch slot well screen was set at the bottom of the open boring
as noted above, with the P-2401 screen set at the refusal of the borehole, and the other two screens set at 30-feet
bgs. The well riser was comprised of 1-inch PVC. Type 00N sand was backfilled around the screen and up an
additional two feet above the well screen.

A 2-foot-thick interval of bentonite chips was placed above the sand filter pack and hydrated to manufacturer
recommendations to form the bentonite well seal. The borehole annulus above the bentonite seal was filled with filter
sand and the soil cuttings from the boring.

The new piezometers were completed approximately 1.5- to 3-feet above ground surface with a locking steel casing,
and 2 by 2-foot concrete pad at a depth to protect against frost heave.

The installation of P-2402 and P-2403 was completed according to the project proposal outline; however, field
adjustments were needed during the installation of P-2401. P-2401 was to be screened from 20-30’ bgs; however,
auger refusal was encountered at 26’ bgs. The screened interval was changed to 16-26’ bgs due to this refusal.

2.5 Piezometer Development
Each piezometer was developed no sooner than three days after installation, on May 10, 2024. The piezometers
were developed using a Geotech Series II Peristaltic Pump and 1/4”ID x 3/8” outside diameter (OD) polyethylene
tubing. Purge water was collected in a five-gallon plastic pail until the well ran clear and was disposed of as directed
by Greenidge management.

2.6 Well Survey
Concurrent with the well development, each of the three wells had both the location and top of riser elevation
surveyed by 360 Land Survey, DPC of Lockport, New York.

2.7 Monitoring Well Installation Schedule
The below Table 2 presents the schedule of drilling and piezometer construction activities:
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Table 2. Piezometer Installation Schedule

Date Activity

May 1, 2024 Piezometer stakeout and utility clearances.

May 6, 2024 Mobilized to the site and set up staging area.

May 6 – 7, 2024 Advanced borings and installed piezometers P-2401, P-2402 and P-2403.

May 10. 2024 Survey of piezometers.

May 10. 2024 Developed the newly installed piezometers.

May 10, 2024 AECOM demobilized from the site.

3. Summary of Findings

Three piezometers P-2401, P-2402, and P-2403 were installed to supplement the groundwater monitoring system at
Greenidge C-Pond to determine the potential for a northerly flow component north of the C-Pond area.
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Figure 1 – Site Location Map
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Appendix A – Well Logs
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Workorder Sample Summary
240517005Work Order:

Adirondack Environmental Services,Inc

Greenidge Generation, LLCClient:

ProjectName: C-Pond-CCR Monitoring

ProjLocation: CCR Monitoring Program

AES Sample No DateReceivedClientSampID CollectionDateMatrix

240517005-001 5/17/2024 12:27:00 PM2101-SH-240516 5/16/2024 9:53:00 AMGroundwater

240517005-002 5/17/2024 12:27:00 PM2102-SH-240516 5/16/2024 1:23:00 PMGroundwater

240517005-003 5/17/2024 12:27:00 PM2103-SH-240516 5/16/2024 12:10:00 PMGroundwater

240517005-004 5/17/2024 12:27:00 PM2201-SH-240515 5/15/2024 12:25:00 PMGroundwater

240517005-005 5/17/2024 12:27:00 PM2202-XB-240516 5/16/2024 7:30:00 AMGroundwater

240517005-006 5/17/2024 12:27:00 PM2203-SH-240515 5/15/2024 6:37:00 PMGroundwater

240517005-007 5/17/2024 12:27:00 PM2204-SH-240515 5/15/2024 4:31:00 PMGroundwater

240517005-008 5/17/2024 12:27:00 PM2205-XB-240515 5/15/2024 3:03:00 PMGroundwater

240517005-009 5/17/2024 12:27:00 PM2200-SH-240516 5/16/2024 1:23:00 PMGroundwater

240517005-010 5/17/2024 12:27:00 PM1000-EB-240515 5/15/2024 7:00:00 PMWater

6/20/2024 Page 1 of 1
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314 North Pearl Street . Albany, New York  12207 . (518) 434-4546 . Fax (518) 434-0891 

www.adirondackenvironmental.com  
Case Narrative 

 
Client:   Greenidge Generating – CCR Monitoring Program  
Case:   240517005  
SDG:   2101-SH-240516 
  
The client requested a NYSDEC Category A data package for this project. 
 
Inorganics – Total Metals 
 
1) The samples were analyzed for Site Specific Metals as specified on the chain of custody. 
 
2) The samples received on 5/17/24 had a temperature of 4 oC.  
 
3) The recovery for Aluminum, Calcium, Iron and Magnesium in the ICSA and the ICSAB check 

standards may be outside the required limit. The required concentration for these analytes in the 
check standards is 500,000 ug/L, 500,000 ug/L, 200,000 ug/L and 500,000 ug/L, respectively. The 
linear range on this instrument for Aluminum, Calcium, Iron and Magnesium is 250,000 ug/L, 
250,000 ug/L, 100,000 ug/L and 250,000 ug/L, respectively. At this level accurate recovery of 
Aluminum, Calcium, Iron and Magnesium in the check standards is not possible. No further action 
is required. 

 
4) The metals results for ICP have been reported to the Method Detection Limit (MDL). 
 
5) Sample 2102-SH-240516 (AES sample number 240517005-002) was used as the ICP matrix spike 

sample. All recoveries were within acceptable limits. 
 

6) Sample 2102-SH-240516 (AES sample number 240517005-002) was used as the ICP-MS matrix 
spike sample. All recoveries were within acceptable limits. 
 

7) Sample 2102-SH-240516 (AES sample number 240517005-002) was used as the Mercury matrix 
spike sample. All recoveries were within acceptable limits. 

 
8) The recovery between sample 2102-SH-240516 (AES sample number 240517005-002) and the 

duplicate sample for the element Sodium was outside the required limits for sample duplication. 
This element for sample 2102-SH-240516 (AES sample number 240517005-002) is flagged with a 
“Z“ to denote the recovery outside of acceptable limits. 

 
9) Sample 2102-SH-240516 (AES sample number 240517005-002) was used as the ICP-MS duplicate 

sample. All recoveries were within acceptable limits. 
 

10) Sample 2102-SH-240516 (AES sample number 240517005-002) was used as the Mercury 
duplicate sample. All recoveries were within acceptable limits. 
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11) The elements Potassium and Sodium for sample 2102-SH-240516 (AES sample number 

240517005-002) did not meet the serial dilution criteria of 10 %. This indicates a possible chemical 
or physical interference.  

 
Conventionals 
 
1) The samples were analyzed for Site Specific Analytes as specified on the chain of custody  

 
2) Sample 2102-SH-240516 (AES sample number 240517005-002) was used as the matrix spike 

sample for Alkalinity, Chloride, Fluoride and Sulfate. The recovery for Chloride in the matrix spike 
and matrix spike duplicate was below the specified limit. The result for Chloride on sample 2102-
SH-240516 (AES sample number 240517005-002) is flagged with an “N” to denote the low 
recovery. All other recoveries were within acceptable limits. 
 

3) Sample 2102-SH-240516 (AES sample number 240517005-002) was used as the duplicate sample 
for Alkalinity, Chloride, Fluoride and Sulfate. All recoveries were within acceptable limits. 
 

4) AES sample number 240516085-001 was used as the duplicate sample for Total Dissolved Solids. 
All recoveries were within acceptable limits. 

 
 

 
Sub-Contract Analyses – Radiologicals 
 
1) The samples were analyzed by Pace Analytical Services, LLC in Greensburg, Pennsylvania for 

Radium-26 and Radium-228. Pace Analytical Services, LLC is a New York State Department of 
Health-approved environmental laboratory (ELAP ID: 10888). 
 
 
 

“I certify that this data package is in compliance with the terms and conditions of the protocol, both 
technically and for completeness, to the best of my knowledge, for other than the conditions detailed 
above. Release of the data contained in this hardcopy data package has been authorized by the 
Laboratory Manager or his designee, as verified by the following signature.”   
 
              
       Laboratory Director  
       Date:    6/20/2024    













Client Sample ID: 2101-SH-240516
Collection Date: 5/16/2024 9:53:00 AM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-001

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

FIELD-PH, RES CL2, AND TEMP ARE NOT ELAP CERTIFIABLE Analyst: FLD
  

pH  (E150.1) 5/16/2024 9:53:00 AMsu6.8
Static Water Level 5/16/2024 9:53:00 AMft8.66
Temperature  (E170.1) 5/16/2024 9:53:00 AMdeg C12

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 4:45:53 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 4:45:53 PM0.0010 mg/L 10.0031
Beryllium 5/24/2024 4:45:53 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 4:45:53 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 4:45:53 PM0.0010 mg/L 10.0014
Thallium 5/24/2024 4:45:53 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 12:00:00 PM0.002 mg/L 10.065
Boron 5/29/2024 12:00:00 PM0.004 mg/L 10.060
Calcium 5/29/2024 12:00:00 PM0.013 mg/L 1123
Chromium 5/29/2024 12:00:00 PM0.004 mg/L 10.008
Iron 5/29/2024 12:00:00 PM0.012 mg/L 12.08
Lead 5/29/2024 12:00:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 12:00:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 12:00:00 PM0.038 mg/L 126.8
Molybdenum 5/29/2024 12:00:00 PM0.004 mg/L 10.006
Potassium 5/29/2024 12:00:00 PM0.030 mg/L 15.56
Selenium 5/29/2024 12:00:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 12:00:00 PM0.200 mg/L 156.9

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 12:48:18 PM0.0002 mg/L 1ND

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 5/31/2024 11:27:31 PM0.20 mg/L 2ND
Chloride 5/31/2024 11:27:31 PM2.00 mg/L 2116
Sulfate 5/31/2024 11:27:31 PM2.00 mg/L 2106

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.10 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 1 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2101-SH-240516
Collection Date: 5/16/2024 9:53:00 AM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-001

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.66 pCi/L 1ND

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1270

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1620

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 2 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2102-SH-240516
Collection Date: 5/16/2024 1:23:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-002

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

FIELD-PH, RES CL2, AND TEMP ARE NOT ELAP CERTIFIABLE Analyst: FLD
  

pH  (E150.1) 5/16/2024 1:23:00 PMsu6.9
Static Water Level 5/16/2024 1:23:00 PMft7.33
Temperature  (E170.1) 5/16/2024 1:23:00 PMdeg C12

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 4:49:28 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 4:49:28 PM0.0010 mg/L 10.0017
Beryllium 5/24/2024 4:49:28 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 4:49:28 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 4:49:28 PM0.0010 mg/L 1ND
Thallium 5/24/2024 4:49:28 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 12:04:00 PM0.002 mg/L 10.187
Boron 5/29/2024 12:04:00 PM0.004 mg/L 10.078
Calcium 5/29/2024 12:04:00 PM0.013 mg/L 175.2
Chromium 5/29/2024 12:04:00 PM0.004 mg/L 1ND
Iron 5/29/2024 12:04:00 PM0.012 mg/L 13.63
Lead 5/29/2024 12:04:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 12:04:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 12:04:00 PM0.038 mg/L 116.0
Molybdenum 5/29/2024 12:04:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 12:04:00 PM0.030 mg/L 16.11
Selenium 5/29/2024 12:04:00 PM0.003 mg/L 1ND
Sodium Z 5/29/2024 12:08:00 PM2.00 mg/L 1057.4

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 12:49:53 PM0.0002 mg/L 1ND

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 5/31/2024 11:46:34 PM0.20 mg/L 2ND
Chloride N 5/31/2024 11:46:34 PM2.00 mg/L 2115
Sulfate 5/31/2024 11:46:34 PM2.00 mg/L 22.79

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.00 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 3 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2102-SH-240516
Collection Date: 5/16/2024 1:23:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-002

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.67 pCi/L 1ND

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1220

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1475

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 4 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2103-SH-240516
Collection Date: 5/16/2024 12:10:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-003

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

FIELD-PH, RES CL2, AND TEMP ARE NOT ELAP CERTIFIABLE Analyst: FLD
  

pH  (E150.1) 5/16/2024 12:10:00 PMsu7.1
Static Water Level 5/16/2024 12:10:00 PMft6.33
Temperature  (E170.1) 5/16/2024 12:10:00 PMdeg C13

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:00:14 PM0.0004 mg/L 10.0004
Arsenic 5/24/2024 5:00:14 PM0.0010 mg/L 10.0335
Beryllium 5/24/2024 5:00:14 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:00:14 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:00:14 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:00:14 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:17:00 PM0.002 mg/L 10.120
Boron 5/29/2024 1:17:00 PM0.004 mg/L 10.055
Calcium 5/29/2024 1:17:00 PM0.013 mg/L 184.6
Chromium 5/29/2024 1:17:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:17:00 PM0.012 mg/L 115.3
Lead 5/29/2024 1:17:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:17:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:17:00 PM0.038 mg/L 115.0
Molybdenum 5/29/2024 1:17:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:17:00 PM0.030 mg/L 16.53
Selenium 5/29/2024 1:17:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 1:22:00 PM2.00 mg/L 1069.1

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 12:57:53 PM0.0002 mg/L 1ND

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 12:43:42 AM0.20 mg/L 2ND
Chloride 6/1/2024 12:43:42 AM2.00 mg/L 2119
Sulfate 6/1/2024 12:43:42 AM2.00 mg/L 228.3

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20240.96 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 5 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2103-SH-240516
Collection Date: 5/16/2024 12:10:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-003

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.86 pCi/L 1ND

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1220

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1525

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 6 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2201-SH-240515
Collection Date: 5/15/2024 12:25:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-004

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

FIELD-PH, RES CL2, AND TEMP ARE NOT ELAP CERTIFIABLE Analyst: FLD
  

pH  (E150.1) 5/15/2024 12:25:00 PMsu7.4
Static Water Level 5/15/2024 12:25:00 PMft18.80
Temperature  (E170.1) 5/15/2024 12:25:00 PMdeg C12

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:03:50 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:03:50 PM0.0010 mg/L 1ND
Beryllium 5/24/2024 5:03:50 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:03:50 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:03:50 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:03:50 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:28:00 PM0.002 mg/L 10.113
Boron 5/29/2024 1:28:00 PM0.004 mg/L 10.047
Calcium 5/29/2024 1:28:00 PM0.013 mg/L 1142
Chromium 5/29/2024 1:28:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:28:00 PM0.012 mg/L 10.018
Lead 5/29/2024 1:28:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:28:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:28:00 PM0.038 mg/L 136.6
Molybdenum 5/29/2024 1:28:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:28:00 PM0.030 mg/L 12.16
Selenium 5/29/2024 1:28:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 1:28:00 PM0.200 mg/L 148.8

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 12:59:29 PM0.0002 mg/L 1ND

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 1:02:46 AM0.20 mg/L 2ND
Chloride 6/1/2024 1:02:46 AM2.00 mg/L 278.6
Sulfate 6/1/2024 1:02:46 AM2.00 mg/L 248.2

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.00 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 7 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2201-SH-240515
Collection Date: 5/15/2024 12:25:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-004

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.85 pCi/L 1ND

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1400

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1675

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 8 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2202-XB-240516
Collection Date: 5/16/2024 7:30:00 AM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-005

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

FIELD-PH, RES CL2, AND TEMP ARE NOT ELAP CERTIFIABLE Analyst: FLD
  

pH  (E150.1) 5/16/2024 7:30:00 AMsu7.4
Static Water Level 5/16/2024 7:30:00 AMft14.88
Temperature  (E170.1) 5/16/2024 7:30:00 AMdeg C13

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:07:27 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:07:27 PM0.0010 mg/L 10.0014
Beryllium 5/24/2024 5:07:27 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:07:27 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:07:27 PM0.0010 mg/L 10.0019
Thallium 5/24/2024 5:07:27 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:31:00 PM0.002 mg/L 10.073
Boron 5/29/2024 1:31:00 PM0.004 mg/L 10.920
Calcium 5/29/2024 1:31:00 PM0.013 mg/L 1103
Chromium 5/29/2024 1:31:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:31:00 PM0.012 mg/L 10.933
Lead 5/29/2024 1:31:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:31:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:31:00 PM0.038 mg/L 148.7
Molybdenum 5/29/2024 1:31:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:31:00 PM0.030 mg/L 14.97
Selenium 5/29/2024 1:31:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 1:31:00 PM0.200 mg/L 139.5

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:01:05 PM0.0002 mg/L 1ND

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 2:59:24 AM0.20 mg/L 2ND
Chloride 6/1/2024 2:59:24 AM2.00 mg/L 231.6
Sulfate 6/1/2024 2:59:24 AM2.00 mg/L 2135

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20240.91 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 9 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2202-XB-240516
Collection Date: 5/16/2024 7:30:00 AM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-005

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.88 pCi/L 11.46

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1310

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1565

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 10 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2203-SH-240515
Collection Date: 5/15/2024 6:37:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-006

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

FIELD-PH, RES CL2, AND TEMP ARE NOT ELAP CERTIFIABLE Analyst: FLD
  

pH  (E150.1) 5/15/2024 6:37:00 PMsu7.3
Static Water Level 5/15/2024 6:37:00 PMft16.00
Temperature  (E170.1) 5/15/2024 6:37:00 PMdeg C16

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:11:03 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:11:03 PM0.0010 mg/L 10.0087
Beryllium 5/24/2024 5:11:03 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:11:03 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:11:03 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:11:03 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:36:00 PM0.002 mg/L 10.297
Boron 5/29/2024 1:36:00 PM0.004 mg/L 10.123
Calcium 5/29/2024 1:36:00 PM0.013 mg/L 1100
Chromium 5/29/2024 1:36:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:36:00 PM0.012 mg/L 17.47
Lead 5/29/2024 1:36:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:36:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:36:00 PM0.038 mg/L 117.3
Molybdenum 5/29/2024 1:36:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:36:00 PM0.030 mg/L 17.46
Selenium 5/29/2024 1:36:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 1:42:00 PM2.00 mg/L 1068.8

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:02:42 PM0.0002 mg/L 1ND

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 3:18:27 AM0.20 mg/L 20.20
Chloride 6/1/2024 3:18:27 AM2.00 mg/L 2127
Sulfate 6/1/2024 3:18:27 AM2.00 mg/L 251.7

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20240.72 pCi/L 11.32

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 11 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2203-SH-240515
Collection Date: 5/15/2024 6:37:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-006

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.94 pCi/L 11.19

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1240

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1560

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 12 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2204-SH-240515
Collection Date: 5/15/2024 4:31:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-007

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

FIELD-PH, RES CL2, AND TEMP ARE NOT ELAP CERTIFIABLE Analyst: FLD
  

pH  (E150.1) 5/15/2024 4:31:00 PMsu8.2
Static Water Level 5/15/2024 4:31:00 PMft16.60
Temperature  (E170.1) 5/15/2024 4:31:00 PMdeg C16

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:21:50 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:21:50 PM0.0010 mg/L 10.0595
Beryllium 5/24/2024 5:21:50 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:21:50 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:21:50 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:21:50 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:47:00 PM0.002 mg/L 10.052
Boron 5/29/2024 1:47:00 PM0.004 mg/L 10.099
Calcium 5/29/2024 1:47:00 PM0.013 mg/L 143.0
Chromium 5/29/2024 1:47:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:47:00 PM0.012 mg/L 11.73
Lead 5/29/2024 1:47:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:47:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:47:00 PM0.038 mg/L 19.71
Molybdenum 5/29/2024 1:47:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:47:00 PM0.030 mg/L 16.74
Selenium 5/29/2024 1:47:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 1:53:00 PM2.00 mg/L 10101

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:04:20 PM0.0002 mg/L 1ND

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 3:37:30 AM0.20 mg/L 20.22
Chloride 6/1/2024 3:37:30 AM2.00 mg/L 2124
Sulfate 6/1/2024 3:37:30 AM2.00 mg/L 241.8

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.10 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 13 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2204-SH-240515
Collection Date: 5/15/2024 4:31:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-007

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20241.10 pCi/L 1ND

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1180

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1445

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 14 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2205-XB-240515
Collection Date: 5/15/2024 3:03:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-008

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

FIELD-PH, RES CL2, AND TEMP ARE NOT ELAP CERTIFIABLE Analyst: FLD
  

pH  (E150.1) 5/15/2024 3:03:00 PMsu8.2
Static Water Level 5/15/2024 3:03:00 PMft16.00
Temperature  (E170.1) 5/15/2024 3:03:00 PMdeg C13

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:25:27 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:25:27 PM0.0010 mg/L 1ND
Beryllium 5/24/2024 5:25:27 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:25:27 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:25:27 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:25:27 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:57:00 PM0.002 mg/L 10.011
Boron 5/29/2024 1:57:00 PM0.004 mg/L 11.43
Calcium 5/29/2024 1:57:00 PM0.013 mg/L 117.4
Chromium 5/29/2024 1:57:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:57:00 PM0.012 mg/L 10.141
Lead 5/29/2024 1:57:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:57:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:57:00 PM0.038 mg/L 17.45
Molybdenum 5/29/2024 1:57:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:57:00 PM0.030 mg/L 14.00
Selenium 5/29/2024 1:57:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 2:20:00 PM2.00 mg/L 10402

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:05:58 PM0.0002 mg/L 1ND

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 3:56:33 AM0.20 mg/L 20.68
Chloride 6/1/2024 3:56:33 AM2.00 mg/L 299.6
Sulfate 6/3/2024 2:38:10 PM20.0 mg/L 20502

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.00 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 15 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2205-XB-240515
Collection Date: 5/15/2024 3:03:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-008

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20241.10 pCi/L 1ND

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1450

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 11390

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 16 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2200-SH-240516
Collection Date: 5/16/2024 1:23:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-009

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

FIELD-PH, RES CL2, AND TEMP ARE NOT ELAP CERTIFIABLE Analyst: FLD
  

pH  (E150.1) 5/16/2024 1:23:00 PMsu6.9
Static Water Level 5/16/2024 1:23:00 PMft7.33
Temperature  (E170.1) 5/16/2024 1:23:00 PMdeg C12

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:29:04 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:29:04 PM0.0010 mg/L 10.0017
Beryllium 5/24/2024 5:29:04 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:29:04 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:29:04 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:29:04 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 2:24:00 PM0.002 mg/L 10.194
Boron 5/29/2024 2:24:00 PM0.004 mg/L 10.080
Calcium 5/29/2024 2:24:00 PM0.013 mg/L 177.0
Chromium 5/29/2024 2:24:00 PM0.004 mg/L 1ND
Iron 5/29/2024 2:24:00 PM0.012 mg/L 13.74
Lead 5/29/2024 2:24:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 2:24:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 2:24:00 PM0.038 mg/L 116.6
Molybdenum 5/29/2024 2:24:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 2:24:00 PM0.030 mg/L 16.30
Selenium 5/29/2024 2:24:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 2:30:00 PM2.00 mg/L 1064.9

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:07:36 PM0.0002 mg/L 1ND

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 4:15:37 AM0.20 mg/L 2ND
Chloride 6/1/2024 4:15:37 AM2.00 mg/L 2115
Sulfate 6/1/2024 4:15:37 AM2.00 mg/L 22.36

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20240.44 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 17 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2200-SH-240516
Collection Date: 5/16/2024 1:23:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-009

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20241.10 pCi/L 11.25

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1230

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1395

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 18 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 1000-EB-240515
Collection Date: 5/15/2024 7:00:00 PM

Matrix: WATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-010

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:32:38 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:32:38 PM0.0010 mg/L 1ND
Beryllium 5/24/2024 5:32:38 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:32:38 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:32:38 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:32:38 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 2:38:00 PM0.002 mg/L 1ND
Boron 5/29/2024 2:38:00 PM0.004 mg/L 1ND
Calcium 5/29/2024 2:38:00 PM0.013 mg/L 10.022
Chromium 5/29/2024 2:38:00 PM0.004 mg/L 1ND
Iron 5/29/2024 2:38:00 PM0.012 mg/L 1ND
Lead 5/29/2024 2:38:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 2:38:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 2:38:00 PM0.038 mg/L 1ND
Molybdenum 5/29/2024 2:38:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 2:38:00 PM0.030 mg/L 1ND
Selenium 5/29/2024 2:38:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 2:38:00 PM0.200 mg/L 10.215

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:09:14 PM0.0002 mg/L 1ND

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 4:34:40 AM0.20 mg/L 2ND
Chloride 6/1/2024 4:34:40 AM2.00 mg/L 2ND
Sulfate 6/1/2024 4:34:40 AM2.00 mg/L 2ND

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.10 pCi/L 1ND

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20241.50 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 19 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 1000-EB-240515
Collection Date: 5/15/2024 7:00:00 PM

Matrix: WATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-010

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/20241 mgCaCO3/L 10

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1190

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 20 of 20
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2101-SH-240516
Collection Date: 5/16/2024 9:53:00 AM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-001

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 4:45:53 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 4:45:53 PM0.0010 mg/L 10.0031
Beryllium 5/24/2024 4:45:53 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 4:45:53 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 4:45:53 PM0.0010 mg/L 10.0014
Thallium 5/24/2024 4:45:53 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 12:00:00 PM0.002 mg/L 10.065
Boron 5/29/2024 12:00:00 PM0.004 mg/L 10.060
Calcium 5/29/2024 12:00:00 PM0.013 mg/L 1123
Chromium 5/29/2024 12:00:00 PM0.004 mg/L 10.008
Iron 5/29/2024 12:00:00 PM0.012 mg/L 12.08
Lead 5/29/2024 12:00:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 12:00:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 12:00:00 PM0.038 mg/L 126.8
Molybdenum 5/29/2024 12:00:00 PM0.004 mg/L 10.006
Potassium 5/29/2024 12:00:00 PM0.030 mg/L 15.56
Selenium 5/29/2024 12:00:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 12:00:00 PM0.200 mg/L 156.9

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 12:48:18 PM0.0002 mg/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 1 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2102-SH-240516
Collection Date: 5/16/2024 1:23:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-002

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 4:49:28 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 4:49:28 PM0.0010 mg/L 10.0017
Beryllium 5/24/2024 4:49:28 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 4:49:28 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 4:49:28 PM0.0010 mg/L 1ND
Thallium 5/24/2024 4:49:28 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 12:04:00 PM0.002 mg/L 10.187
Boron 5/29/2024 12:04:00 PM0.004 mg/L 10.078
Calcium 5/29/2024 12:04:00 PM0.013 mg/L 175.2
Chromium 5/29/2024 12:04:00 PM0.004 mg/L 1ND
Iron 5/29/2024 12:04:00 PM0.012 mg/L 13.63
Lead 5/29/2024 12:04:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 12:04:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 12:04:00 PM0.038 mg/L 116.0
Molybdenum 5/29/2024 12:04:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 12:04:00 PM0.030 mg/L 16.11
Selenium 5/29/2024 12:04:00 PM0.003 mg/L 1ND
Sodium Z 5/29/2024 12:08:00 PM2.00 mg/L 1057.4

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 12:49:53 PM0.0002 mg/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 2 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2103-SH-240516
Collection Date: 5/16/2024 12:10:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-003

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:00:14 PM0.0004 mg/L 10.0004
Arsenic 5/24/2024 5:00:14 PM0.0010 mg/L 10.0335
Beryllium 5/24/2024 5:00:14 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:00:14 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:00:14 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:00:14 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:17:00 PM0.002 mg/L 10.120
Boron 5/29/2024 1:17:00 PM0.004 mg/L 10.055
Calcium 5/29/2024 1:17:00 PM0.013 mg/L 184.6
Chromium 5/29/2024 1:17:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:17:00 PM0.012 mg/L 115.3
Lead 5/29/2024 1:17:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:17:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:17:00 PM0.038 mg/L 115.0
Molybdenum 5/29/2024 1:17:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:17:00 PM0.030 mg/L 16.53
Selenium 5/29/2024 1:17:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 1:22:00 PM2.00 mg/L 1069.1

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 12:57:53 PM0.0002 mg/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 3 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2201-SH-240515
Collection Date: 5/15/2024 12:25:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-004

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:03:50 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:03:50 PM0.0010 mg/L 1ND
Beryllium 5/24/2024 5:03:50 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:03:50 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:03:50 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:03:50 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:28:00 PM0.002 mg/L 10.113
Boron 5/29/2024 1:28:00 PM0.004 mg/L 10.047
Calcium 5/29/2024 1:28:00 PM0.013 mg/L 1142
Chromium 5/29/2024 1:28:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:28:00 PM0.012 mg/L 10.018
Lead 5/29/2024 1:28:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:28:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:28:00 PM0.038 mg/L 136.6
Molybdenum 5/29/2024 1:28:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:28:00 PM0.030 mg/L 12.16
Selenium 5/29/2024 1:28:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 1:28:00 PM0.200 mg/L 148.8

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 12:59:29 PM0.0002 mg/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 4 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2202-XB-240516
Collection Date: 5/16/2024 7:30:00 AM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-005

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:07:27 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:07:27 PM0.0010 mg/L 10.0014
Beryllium 5/24/2024 5:07:27 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:07:27 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:07:27 PM0.0010 mg/L 10.0019
Thallium 5/24/2024 5:07:27 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:31:00 PM0.002 mg/L 10.073
Boron 5/29/2024 1:31:00 PM0.004 mg/L 10.920
Calcium 5/29/2024 1:31:00 PM0.013 mg/L 1103
Chromium 5/29/2024 1:31:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:31:00 PM0.012 mg/L 10.933
Lead 5/29/2024 1:31:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:31:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:31:00 PM0.038 mg/L 148.7
Molybdenum 5/29/2024 1:31:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:31:00 PM0.030 mg/L 14.97
Selenium 5/29/2024 1:31:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 1:31:00 PM0.200 mg/L 139.5

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:01:05 PM0.0002 mg/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 5 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2203-SH-240515
Collection Date: 5/15/2024 6:37:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-006

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:11:03 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:11:03 PM0.0010 mg/L 10.0087
Beryllium 5/24/2024 5:11:03 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:11:03 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:11:03 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:11:03 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:36:00 PM0.002 mg/L 10.297
Boron 5/29/2024 1:36:00 PM0.004 mg/L 10.123
Calcium 5/29/2024 1:36:00 PM0.013 mg/L 1100
Chromium 5/29/2024 1:36:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:36:00 PM0.012 mg/L 17.47
Lead 5/29/2024 1:36:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:36:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:36:00 PM0.038 mg/L 117.3
Molybdenum 5/29/2024 1:36:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:36:00 PM0.030 mg/L 17.46
Selenium 5/29/2024 1:36:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 1:42:00 PM2.00 mg/L 1068.8

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:02:42 PM0.0002 mg/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 6 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2204-SH-240515
Collection Date: 5/15/2024 4:31:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-007

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:21:50 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:21:50 PM0.0010 mg/L 10.0595
Beryllium 5/24/2024 5:21:50 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:21:50 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:21:50 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:21:50 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:47:00 PM0.002 mg/L 10.052
Boron 5/29/2024 1:47:00 PM0.004 mg/L 10.099
Calcium 5/29/2024 1:47:00 PM0.013 mg/L 143.0
Chromium 5/29/2024 1:47:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:47:00 PM0.012 mg/L 11.73
Lead 5/29/2024 1:47:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:47:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:47:00 PM0.038 mg/L 19.71
Molybdenum 5/29/2024 1:47:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:47:00 PM0.030 mg/L 16.74
Selenium 5/29/2024 1:47:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 1:53:00 PM2.00 mg/L 10101

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:04:20 PM0.0002 mg/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 7 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2205-XB-240515
Collection Date: 5/15/2024 3:03:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-008

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:25:27 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:25:27 PM0.0010 mg/L 1ND
Beryllium 5/24/2024 5:25:27 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:25:27 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:25:27 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:25:27 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 1:57:00 PM0.002 mg/L 10.011
Boron 5/29/2024 1:57:00 PM0.004 mg/L 11.43
Calcium 5/29/2024 1:57:00 PM0.013 mg/L 117.4
Chromium 5/29/2024 1:57:00 PM0.004 mg/L 1ND
Iron 5/29/2024 1:57:00 PM0.012 mg/L 10.141
Lead 5/29/2024 1:57:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 1:57:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 1:57:00 PM0.038 mg/L 17.45
Molybdenum 5/29/2024 1:57:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 1:57:00 PM0.030 mg/L 14.00
Selenium 5/29/2024 1:57:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 2:20:00 PM2.00 mg/L 10402

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:05:58 PM0.0002 mg/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 8 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2200-SH-240516
Collection Date: 5/16/2024 1:23:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-009

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:29:04 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:29:04 PM0.0010 mg/L 10.0017
Beryllium 5/24/2024 5:29:04 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:29:04 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:29:04 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:29:04 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 2:24:00 PM0.002 mg/L 10.194
Boron 5/29/2024 2:24:00 PM0.004 mg/L 10.080
Calcium 5/29/2024 2:24:00 PM0.013 mg/L 177.0
Chromium 5/29/2024 2:24:00 PM0.004 mg/L 1ND
Iron 5/29/2024 2:24:00 PM0.012 mg/L 13.74
Lead 5/29/2024 2:24:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 2:24:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 2:24:00 PM0.038 mg/L 116.6
Molybdenum 5/29/2024 2:24:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 2:24:00 PM0.030 mg/L 16.30
Selenium 5/29/2024 2:24:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 2:30:00 PM2.00 mg/L 1064.9

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:07:36 PM0.0002 mg/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 9 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 1000-EB-240515
Collection Date: 5/15/2024 7:00:00 PM

Matrix: WATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-010

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ICP/MS - EPA 200.8 REV 5.4 Analyst: SM
(  Prep:    -  5/20/2024 )

Antimony 5/24/2024 5:32:38 PM0.0004 mg/L 1ND
Arsenic 5/24/2024 5:32:38 PM0.0010 mg/L 1ND
Beryllium 5/24/2024 5:32:38 PM0.0005 mg/L 1ND
Cadmium 5/24/2024 5:32:38 PM0.0010 mg/L 1ND
Cobalt 5/24/2024 5:32:38 PM0.0010 mg/L 1ND
Thallium 5/24/2024 5:32:38 PM0.0005 mg/L 1ND

ICP METALS - EPA 200.7 REV 4.4 Analyst: KH
(  Prep:    -  5/20/2024 )

Barium 5/29/2024 2:38:00 PM0.002 mg/L 1ND
Boron 5/29/2024 2:38:00 PM0.004 mg/L 1ND
Calcium 5/29/2024 2:38:00 PM0.013 mg/L 10.022
Chromium 5/29/2024 2:38:00 PM0.004 mg/L 1ND
Iron 5/29/2024 2:38:00 PM0.012 mg/L 1ND
Lead 5/29/2024 2:38:00 PM0.002 mg/L 1ND
Lithium 5/29/2024 2:38:00 PM0.021 mg/L 1ND
Magnesium 5/29/2024 2:38:00 PM0.038 mg/L 1ND
Molybdenum 5/29/2024 2:38:00 PM0.004 mg/L 1ND
Potassium 5/29/2024 2:38:00 PM0.030 mg/L 1ND
Selenium 5/29/2024 2:38:00 PM0.003 mg/L 1ND
Sodium 5/29/2024 2:38:00 PM0.200 mg/L 10.215

MERCURY - EPA 245.1 REV 3.0 Analyst: AF
(  Prep:  E245.1  -  5/20/2024 )

Mercury 5/20/2024 1:09:14 PM0.0002 mg/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 10 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



20-Jun-24Date:Adirondack Environmental Services, Inc

Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCB-1
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797988CCB

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 0 0 0 0200 0 0 0ND
Antimony 0 0 0 060.0 0 0 0ND
Arsenic 0 0 0 010.0 0 0 0ND
Barium 0 0 0 0200 0 0 0ND
Beryllium 0 0 0 05.00 0 0 0ND
Boron 0 0 0 050.0 0 0 0ND
Cadmium 0 0 0 05.00 0 0 0ND
Calcium 0 0 0 05000 0 0 0ND
Chromium 0 0 0 010.0 0 0 0ND
Cobalt 0 0 0 050.0 0 0 0ND
Copper 0 0 0 025.0 0 0 0ND
Iron 0 0 0 0100 0 0 0ND
Lead 0 0 0 03.00 0 0 0ND
Lithium 0 0 0 0100 0 0 0ND
Magnesium 0 0 0 05000 0 0 0ND
Manganese 0 0 0 015.0 0 0 0ND
Molybdenum 0 0 0 050.0 0 0 0ND
Nickel 0 0 0 040.0 0 0 0ND
Potassium 0 0 0 05000 0 0 0ND
Selenium 0 0 0 05.00 0 0 0ND
Silver 0 0 0 010.0 0 0 0ND
Sodium 0 0 0 05000 0 0 0ND
Strontium 0 0 0 020.0 0 0 0ND
Thallium 0 0 0 010.0 0 0 0ND
Tin 0 0 0 050.0 0 0 0ND
Titanium 0 0 0 050.0 0 0 0ND
Vanadium 0 0 0 050.0 0 0 0ND
Zinc 0 0 0 020.0 0 0 0ND

Page 1 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCB-2
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797999CCB

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 0 0 0 0200 0 0 0ND
Antimony 0 0 0 060.0 0 0 0ND
Arsenic 0 0 0 010.0 0 0 0ND
Barium 0 0 0 0200 0 0 0ND
Beryllium 0 0 0 05.00 0 0 0ND
Boron 0 0 0 050.0 0 0 0ND
Cadmium 0 0 0 05.00 0 0 0ND
Calcium 0 0 0 05000 0 0 0ND
Chromium 0 0 0 010.0 0 0 0ND
Cobalt 0 0 0 050.0 0 0 0ND
Copper 0 0 0 025.0 0 0 0ND
Iron 0 0 0 0100 0 0 0ND
Lead 0 0 0 03.00 0 0 0ND
Lithium 0 0 0 0100 0 0 0ND
Magnesium 0 0 0 05000 0 0 0ND
Manganese 0 0 0 015.0 0 0 0ND
Molybdenum 0 0 0 050.0 0 0 0ND
Nickel 0 0 0 040.0 0 0 0ND
Potassium 0 0 0 05000 0 0 0ND
Selenium 0 0 0 05.00 0 0 0ND
Silver 0 0 0 010.0 0 0 0ND
Sodium 0 0 0 05000 0 0 0ND
Strontium 0 0 0 020.0 0 0 0ND
Thallium 0 0 0 010.0 0 0 0ND
Tin 0 0 0 050.0 0 0 0ND
Titanium 0 0 0 050.0 0 0 0ND
Vanadium 0 0 0 050.0 0 0 0ND
Zinc 0 0 0 020.0 0 0 0ND

Samp ID: CCB-3
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798011CCB
  

PrepDate:

PrepRef:
RunNo: 233597

Page 2 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCB-3
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798011CCB

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 0 0 0 0200 0 0 0ND
Antimony 0 0 0 060.0 0 0 0ND
Arsenic 0 0 0 010.0 0 0 0ND
Barium 0 0 0 0200 0 0 0ND
Beryllium 0 0 0 05.00 0 0 0ND
Boron 0 0 0 050.0 0 0 0ND
Cadmium 0 0 0 05.00 0 0 0ND
Calcium 0 0 0 05000 0 0 0ND
Chromium 0 0 0 010.0 0 0 0ND
Cobalt 0 0 0 050.0 0 0 0ND
Copper 0 0 0 025.0 0 0 0ND
Iron 0 0 0 0100 0 0 0ND
Lead 0 0 0 03.00 0 0 0ND
Lithium 0 0 0 0100 0 0 0ND
Magnesium 0 0 0 05000 0 0 0ND
Manganese 0 0 0 015.0 0 0 0ND
Molybdenum 0 0 0 050.0 0 0 0ND
Nickel 0 0 0 040.0 0 0 0ND
Potassium 0 0 0 05000 0 0 0ND
Selenium 0 0 0 05.00 0 0 0ND
Silver 0 0 0 010.0 0 0 0ND
Sodium 0 0 0 05000 0 0 0ND
Strontium 0 0 0 020.0 0 0 0ND
Thallium 0 0 0 010.0 0 0 0ND
Tin 0 0 0 050.0 0 0 0ND
Titanium 0 0 0 050.0 0 0 0ND
Vanadium 0 0 0 050.0 0 0 0ND
Zinc 0 0 0 020.0 0 0 0ND

Samp ID: CCB-4
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798023CCB
  

PrepDate:

PrepRef:
RunNo: 233597

Page 3 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCB-4
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798023CCB

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 0 0 0 0200 0 0 0ND
Antimony 0 0 0 060.0 0 0 0ND
Arsenic 0 0 0 010.0 0 0 0ND
Barium 0 0 0 0200 0 0 0ND
Beryllium 0 0 0 05.00 0 0 0ND
Boron 0 0 0 050.0 0 0 0ND
Cadmium 0 0 0 05.00 0 0 0ND
Calcium 0 0 0 05000 0 0 0ND
Chromium 0 0 0 010.0 0 0 0ND
Cobalt 0 0 0 050.0 0 0 0ND
Copper 0 0 0 025.0 0 0 0ND
Iron 0 0 0 0100 0 0 0ND
Lead 0 0 0 03.00 0 0 0ND
Lithium 0 0 0 0100 0 0 0ND
Magnesium 0 0 0 05000 0 0 0ND
Manganese 0 0 0 015.0 0 0 0ND
Molybdenum 0 0 0 050.0 0 0 0ND
Nickel 0 0 0 040.0 0 0 0ND
Potassium 0 0 0 05000 0 0 0ND
Selenium 0 0 0 05.00 0 0 0ND
Silver 0 0 0 010.0 0 0 0ND
Sodium 0 0 0 05000 0 0 0ND
Strontium 0 0 0 020.0 0 0 0ND
Thallium 0 0 0 010.0 0 0 0ND
Tin 0 0 0 050.0 0 0 0ND
Titanium 0 0 0 050.0 0 0 0ND
Vanadium 0 0 0 050.0 0 0 0ND
Zinc 0 0 0 020.0 0 0 0ND

Samp ID: CCB-5
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798034CCB
  

PrepDate:

PrepRef:
RunNo: 233597

Page 4 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCB-5
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798034CCB

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 0 0 0 0200 0 0 0ND
Antimony 0 0 0 060.0 0 0 0ND
Arsenic 0 0 0 010.0 0 0 0ND
Barium 0 0 0 0200 0 0 0ND
Beryllium 0 0 0 05.00 0 0 0ND
Boron 0 0 0 050.0 0 0 0ND
Cadmium 0 0 0 05.00 0 0 0ND
Calcium 0 0 0 05000 0 0 0ND
Chromium 0 0 0 010.0 0 0 0ND
Cobalt 0 0 0 050.0 0 0 0ND
Copper 0 0 0 025.0 0 0 0ND
Iron 0 0 0 0100 0 0 0ND
Lead 0 0 0 03.00 0 0 0ND
Lithium 0 0 0 0100 0 0 0ND
Magnesium 0 0 0 05000 0 0 0ND
Manganese 0 0 0 015.0 0 0 0ND
Molybdenum 0 0 0 050.0 0 0 0ND
Nickel 0 0 0 040.0 0 0 0ND
Potassium 0 0 0 05000 0 0 0ND
Selenium 0 0 0 05.00 0 0 0ND
Silver 0 0 0 010.0 0 0 0ND
Sodium 0 0 0 05000 0 0 0ND
Strontium 0 0 0 020.0 0 0 0ND
Thallium 0 0 0 010.0 0 0 0ND
Tin 0 0 0 050.0 0 0 0ND
Titanium 0 0 0 050.0 0 0 0ND
Vanadium 0 0 0 050.0 0 0 0ND
Zinc 0 0 0 020.0 0 0 0ND

Samp ID: CCB-6
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798039CCB
  

PrepDate:

PrepRef:
RunNo: 233597

Page 5 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCB-6
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798039CCB

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 0 0 0 0200 0 0 0ND
Antimony 0 0 0 060.0 0 0 0ND
Arsenic 0 0 0 010.0 0 0 0ND
Barium 0 0 0 0200 0 0 0ND
Beryllium 0 0 0 05.00 0 0 0ND
Boron 0 0 0 050.0 0 0 0ND
Cadmium 0 0 0 05.00 0 0 0ND
Calcium 0 0 0 05000 0 0 0ND
Chromium 0 0 0 010.0 0 0 0ND
Cobalt 0 0 0 050.0 0 0 0ND
Copper 0 0 0 025.0 0 0 0ND
Iron 0 0 0 0100 0 0 0ND
Lead 0 0 0 03.00 0 0 0ND
Lithium 0 0 0 0100 0 0 0ND
Magnesium 0 0 0 05000 0 0 0ND
Manganese 0 0 0 015.0 0 0 0ND
Molybdenum 0 0 0 050.0 0 0 0ND
Nickel 0 0 0 040.0 0 0 0ND
Potassium 0 0 0 05000 0 0 0ND
Selenium 0 0 0 05.00 0 0 0ND
Silver 0 0 0 010.0 0 0 0ND
Sodium 0 0 0 05000 0 0 0ND
Strontium 0 0 0 020.0 0 0 0ND
Thallium 0 0 0 010.0 0 0 0ND
Tin 0 0 0 050.0 0 0 0ND
Titanium 0 0 0 050.0 0 0 0ND
Vanadium 0 0 0 050.0 0 0 0ND
Zinc 0 0 0 020.0 0 0 0ND

Samp ID: CCV-1
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797987CCV
  

PrepDate:

PrepRef:
RunNo: 233597

Page 6 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCV-1
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797987CCV

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 2000 98.3 90 110200 0 0 01967
Antimony 2000 102 90 11060.0 0 0 02047
Arsenic 2000 96.7 90 11010.0 0 0 01933
Barium 2000 101 90 110200 0 0 02020
Beryllium 2000 99.4 90 1105.00 0 0 01988
Boron 2000 106 90 11050.0 0 0 02112
Cadmium 2000 102 90 1105.00 0 0 02043
Calcium 2000 95.8 90 1105000 0 0 0ND
Chromium 2000 98.5 90 11010.0 0 0 01971
Cobalt 2000 97.1 90 11050.0 0 0 01941
Copper 2000 102 90 11025.0 0 0 02044
Iron 2000 101 90 110100 0 0 02011
Lead 2000 102 90 1103.00 0 0 02042
Lithium 2000 98 90 110100 0 0 01960
Magnesium 2000 96.3 90 1105000 0 0 0ND
Manganese 2000 96 90 11015.0 0 0 01919
Molybdenum 2000 104 90 11050.0 0 0 02079
Nickel 2000 102 90 11040.0 0 0 02034
Potassium 10000 104 90 1105000 0 0 010370
Selenium 2000 95.6 90 1105.00 0 0 01912
Silver 500 104 90 11010.0 0 0 0520
Sodium 2000 99.6 90 1105000 0 0 0ND
Strontium 2000 101 90 11020.0 0 0 02018
Thallium 2000 103 90 11010.0 0 0 02066
Tin 2000 98.5 90 11050.0 0 0 01971
Titanium 0 0 90 11050.0 0 0 0ND
Vanadium 2000 93.7 90 11050.0 0 0 01874
Zinc 2000 104 90 11020.0 0 0 02079

Samp ID: CCV-2
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797998CCV
  

PrepDate:

PrepRef:
RunNo: 233597

Page 7 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCV-2
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797998CCV

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 2000 97.7 90 110200 0 0 01953
Antimony 2000 104 90 11060.0 0 0 02082
Arsenic 2000 97.9 90 11010.0 0 0 01958
Barium 2000 103 90 110200 0 0 02052
Beryllium 2000 101 90 1105.00 0 0 02013
Boron 2000 109 90 11050.0 0 0 02171
Cadmium 2000 104 90 1105.00 0 0 02078
Calcium 2000 96.4 90 1105000 0 0 0ND
Chromium 2000 98.6 90 11010.0 0 0 01972
Cobalt 2000 98.7 90 11050.0 0 0 01974
Copper 2000 102 90 11025.0 0 0 02043
Iron 2000 102 90 110100 0 0 02033
Lead 2000 105 90 1103.00 0 0 02090
Lithium 2000 99 90 110100 0 0 01980
Magnesium 2000 97 90 1105000 0 0 0ND
Manganese 2000 97.9 90 11015.0 0 0 01958
Molybdenum 2000 106 90 11050.0 0 0 02122
Nickel 2000 104 90 11040.0 0 0 02076
Potassium 10000 90.1 90 1105000 0 0 09008
Selenium 2000 97 90 1105.00 0 0 01941
Silver 500 105 90 11010.0 0 0 0525.5
Sodium 2000 101 90 1105000 0 0 0ND
Strontium 2000 103 90 11020.0 0 0 02068
Thallium 2000 104 90 11010.0 0 0 02088
Tin 2000 101 90 11050.0 0 0 02017
Titanium 0 0 90 11050.0 0 0 0ND
Vanadium 2000 95.9 90 11050.0 0 0 01918
Zinc 2000 106 90 11020.0 0 0 02111

Samp ID: CCV-3
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798010CCV
  

PrepDate:

PrepRef:
RunNo: 233597

Page 8 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCV-3
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798010CCV

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 2000 96.9 90 110200 0 0 01937
Antimony 2000 103 90 11060.0 0 0 02066
Arsenic 2000 97 90 11010.0 0 0 01940
Barium 2000 102 90 110200 0 0 02042
Beryllium 2000 99.6 90 1105.00 0 0 01991
Boron 2000 106 90 11050.0 0 0 02123
Cadmium 2000 103 90 1105.00 0 0 02060
Calcium 2000 95.7 90 1105000 0 0 0ND
Chromium 2000 98.2 90 11010.0 0 0 01965
Cobalt 2000 97.5 90 11050.0 0 0 01950
Copper 2000 102 90 11025.0 0 0 02032
Iron 2000 101 90 110100 0 0 02021
Lead 2000 104 90 1103.00 0 0 02073
Lithium 2000 98.2 90 110100 0 0 01964
Magnesium 2000 97.7 90 1105000 0 0 0ND
Manganese 2000 97 90 11015.0 0 0 01941
Molybdenum 2000 105 90 11050.0 0 0 02098
Nickel 2000 103 90 11040.0 0 0 02056
Potassium 10000 99.4 90 1105000 0 0 09938
Selenium 2000 96.7 90 1105.00 0 0 01934
Silver 500 102 90 11010.0 0 0 0509.5
Sodium 2000 106 90 1105000 0 0 0ND
Strontium 2000 102 90 11020.0 0 0 02035
Thallium 2000 103 90 11010.0 0 0 02066
Tin 2000 101 90 11050.0 0 0 02010
Titanium 0 0 90 11050.0 0 0 0ND
Vanadium 2000 93.9 90 11050.0 0 0 01878
Zinc 2000 104 90 11020.0 0 0 02087

Samp ID: CCV-4
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798022CCV
  

PrepDate:

PrepRef:
RunNo: 233597

Page 9 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCV-4
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798022CCV

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 2000 96.5 90 110200 0 0 01929
Antimony 2000 103 90 11060.0 0 0 02063
Arsenic 2000 97.4 90 11010.0 0 0 01947
Barium 2000 103 90 110200 0 0 02064
Beryllium 2000 99.5 90 1105.00 0 0 01991
Boron 2000 107 90 11050.0 0 0 02132
Cadmium 2000 103 90 1105.00 0 0 02054
Calcium 2000 97.2 90 1105000 0 0 0ND
Chromium 2000 98.2 90 11010.0 0 0 01965
Cobalt 2000 96.4 90 11050.0 0 0 01927
Copper 2000 99.4 90 11025.0 0 0 01988
Iron 2000 102 90 110100 0 0 02034
Lead 2000 104 90 1103.00 0 0 02080
Lithium 2000 99.2 90 110100 0 0 01984
Magnesium 2000 99.2 90 1105000 0 0 0ND
Manganese 2000 97.3 90 11015.0 0 0 01946
Molybdenum 2000 106 90 11050.0 0 0 02112
Nickel 2000 102 90 11040.0 0 0 02045
Potassium 10000 103 90 1105000 0 0 010290
Selenium 2000 96.7 90 1105.00 0 0 01934
Silver 500 104 90 11010.0 0 0 0520
Sodium 2000 102 90 1105000 0 0 0ND
Strontium 2000 103 90 11020.0 0 0 02060
Thallium 2000 103 90 11010.0 0 0 02055
Tin 2000 102 90 11050.0 0 0 02038
Titanium 0 0 90 11050.0 0 0 0ND
Vanadium 2000 92.3 90 11050.0 0 0 01847
Zinc 2000 103 90 11020.0 0 0 02058

Samp ID: CCV-5
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798033CCV
  

PrepDate:

PrepRef:
RunNo: 233597

Page 10 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCV-5
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798033CCV

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 2000 97.5 90 110200 0 0 01949
Antimony 2000 103 90 11060.0 0 0 02054
Arsenic 2000 96.7 90 11010.0 0 0 01934
Barium 2000 103 90 110200 0 0 02051
Beryllium 2000 99.7 90 1105.00 0 0 01995
Boron 2000 107 90 11050.0 0 0 02136
Cadmium 2000 103 90 1105.00 0 0 02053
Calcium 2000 97.6 90 1105000 0 0 0ND
Chromium 2000 97.8 90 11010.0 0 0 01956
Cobalt 2000 96.8 90 11050.0 0 0 01936
Copper 2000 101 90 11025.0 0 0 02027
Iron 2000 101 90 110100 0 0 02023
Lead 2000 103 90 1103.00 0 0 02069
Lithium 2000 98.5 90 110100 0 0 01969
Magnesium 2000 97.3 90 1105000 0 0 0ND
Manganese 2000 96.9 90 11015.0 0 0 01938
Molybdenum 2000 105 90 11050.0 0 0 02098
Nickel 2000 102 90 11040.0 0 0 02044
Potassium 10000 100 90 1105000 0 0 010050
Selenium 2000 95.7 90 1105.00 0 0 01914
Silver 500 104 90 11010.0 0 0 0520.1
Sodium 2000 101 90 1105000 0 0 0ND
Strontium 2000 103 90 11020.0 0 0 02057
Thallium 2000 104 90 11010.0 0 0 02076
Tin 2000 101 90 11050.0 0 0 02020
Titanium 0 0 90 11050.0 0 0 0ND
Vanadium 2000 93.7 90 11050.0 0 0 01874
Zinc 2000 103 90 11020.0 0 0 02066

Samp ID: CCV-6
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798038CCV
  

PrepDate:

PrepRef:
RunNo: 233597

Page 11 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCV-6
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798038CCV

  

PrepDate:

PrepRef:
RunNo: 233597

Aluminum 2000 96.5 90 110200 0 0 01929
Antimony 2000 104 90 11060.0 0 0 02075
Arsenic 2000 98 90 11010.0 0 0 01959
Barium 2000 102 90 110200 0 0 02032
Beryllium 2000 99.9 90 1105.00 0 0 01998
Boron 2000 108 90 11050.0 0 0 02154
Cadmium 2000 104 90 1105.00 0 0 02076
Calcium 2000 97.9 90 1105000 0 0 0ND
Chromium 2000 97.8 90 11010.0 0 0 01957
Cobalt 2000 97.9 90 11050.0 0 0 01957
Copper 2000 101 90 11025.0 0 0 02012
Iron 2000 102 90 110100 0 0 02050
Lead 2000 105 90 1103.00 0 0 02101
Lithium 2000 98.3 90 110100 0 0 01966
Magnesium 2000 96.9 90 1105000 0 0 0ND
Manganese 2000 98.1 90 11015.0 0 0 01962
Molybdenum 2000 106 90 11050.0 0 0 02129
Nickel 2000 103 90 11040.0 0 0 02070
Potassium 10000 100 90 1105000 0 0 010010
Selenium 2000 97.3 90 1105.00 0 0 01945
Silver 500 104 90 11010.0 0 0 0519.1
Sodium 2000 99.7 90 1105000 0 0 0ND
Strontium 2000 103 90 11020.0 0 0 02070
Thallium 2000 104 90 11010.0 0 0 02079
Tin 2000 103 90 11050.0 0 0 02051
Titanium 0 0 90 11050.0 0 0 0ND
Vanadium 2000 93.2 90 11050.0 0 0 01864
Zinc 2000 104 90 11020.0 0 0 02086

Samp ID: CRI-1
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797984CRI
  

PrepDate:

PrepRef:
RunNo: 233597

Page 12 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CRI-1
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797984CRI

  

PrepDate:

PrepRef:
RunNo: 233597

Antimony 120 96.2 50 15060.0 0 0 0115.4
Arsenic 20 93.4 50 15010.0 0 0 018.69
Barium 0 0 50 150200 0 0 0ND
Beryllium 10 92.7 50 1505.00 0 0 09.268
Boron 0 0 50 15050.0 0 0 0ND
Cadmium 10 94 50 1505.00 0 0 09.4
Calcium 0 0 50 1505000 0 0 0ND
Chromium 20 82.2 50 15010.0 0 0 016.43
Cobalt 100 90 50 15050.0 0 0 090.02
Iron 0 0 50 150100 0 0 0ND
Lead 6 89.3 50 1503.00 0 0 05.358
Lithium 0 0 50 150100 0 0 0ND
Magnesium 0 0 50 1505000 0 0 0ND
Molybdenum 0 0 50 15050.0 0 0 0ND
Potassium 0 0 50 1505000 0 0 0ND
Selenium 10 110 50 1505.00 0 0 011.04
Sodium 0 0 50 1505000 0 0 0ND
Thallium 20 90.3 50 15010.0 0 0 018.05

Samp ID: CRI-2
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798035CRI

  

PrepDate:

PrepRef:
RunNo: 233597

Antimony 120 96.1 50 15060.0 0 0 0115.3
Arsenic 20 81.9 50 15010.0 0 0 016.38
Barium 0 0 50 150200 0 0 0ND
Beryllium 10 95.2 50 1505.00 0 0 09.522
Boron 0 0 50 15050.0 0 0 0ND
Cadmium 10 96.3 50 1505.00 0 0 09.633
Calcium 0 0 50 1505000 0 0 0ND
Chromium 20 82.8 50 15010.0 0 0 016.56
Cobalt 100 91.8 50 15050.0 0 0 091.75
Iron 0 0 50 150100 0 0 0ND

Page 13 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CRI-2
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798035CRI

  

PrepDate:

PrepRef:
RunNo: 233597

Lead 6 82.5 50 1503.00 0 0 04.947
Lithium 0 0 50 150100 0 0 0ND
Magnesium 0 0 50 1505000 0 0 0ND
Molybdenum 0 0 50 15050.0 0 0 0ND
Potassium 0 0 50 1505000 0 0 0ND
Selenium 10 108 50 1505.00 0 0 010.82
Sodium 0 0 50 1505000 0 0 0ND
Thallium 20 99.1 50 15010.0 0 0 019.81

Samp ID: ICB-1
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797983ICB
  

PrepDate:

PrepRef:
RunNo: 233597

Antimony 0 0 0 060.0 0 0 0ND
Arsenic 0 0 0 010.0 0 0 0ND
Barium 0 0 0 0200 0 0 0ND
Beryllium 0 0 0 05.00 0 0 0ND
Boron 0 0 0 050.0 0 0 0ND
Cadmium 0 0 0 05.00 0 0 0ND
Calcium 0 0 0 05000 0 0 0ND
Chromium 0 0 0 010.0 0 0 0ND
Cobalt 0 0 0 050.0 0 0 0ND
Iron 0 0 0 0100 0 0 0ND
Lead 0 0 0 03.00 0 0 0ND
Lithium 0 0 0 0100 0 0 0ND
Magnesium 0 0 0 05000 0 0 0ND
Molybdenum 0 0 0 050.0 0 0 0ND
Potassium 0 0 0 05000 0 0 0ND
Selenium 0 0 0 05.00 0 0 0ND
Sodium 0 0 0 05000 0 0 0ND
Thallium 0 0 0 010.0 0 0 0ND

Page 14 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: ICV-1
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797982ICV

  

PrepDate:

PrepRef:
RunNo: 233597

Antimony 2000 103 90 11060.0 0 0 02067
Arsenic 2000 97.7 90 11010.0 0 0 01953
Barium 2000 102 90 110200 0 0 02044
Beryllium 2000 100 90 1105.00 0 0 02010
Boron 2000 105 90 11050.0 0 0 02098
Cadmium 2000 103 90 1105.00 0 0 02063
Calcium 2000 96.1 90 1105000 0 0 0ND
Chromium 2000 99.5 90 11010.0 0 0 01990
Cobalt 2000 98 90 11050.0 0 0 01960
Iron 2000 101 90 110100 0 0 02015
Lead 2000 103 90 1103.00 0 0 02065
Lithium 2000 98.7 90 110100 0 0 01973
Magnesium 2000 97.4 90 1105000 0 0 0ND
Molybdenum 2000 105 90 11050.0 0 0 02096
Potassium 10000 90 90 1105000 0 0 09001
Selenium 2000 96.6 90 1105.00 0 0 01932
Sodium 2000 101 90 1105000 0 0 0ND
Thallium 2000 104 90 11010.0 0 0 02085

Samp ID: ICSA-1
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797985ICSA

  

PrepDate:

PrepRef:
RunNo: 233597

Antimony 0 0 0 060.0 0 0 0ND
Arsenic 0 0 0 010.0 0 0 0ND
Barium 0 0 0 0200 0 0 0ND
Beryllium 0 0 0 05.00 0 0 0ND
Boron 0 0 0 050.0 0 0 0ND
Cadmium 0 0 0 05.00 0 0 0ND
Calcium 500000 86.1 80 1205000 0 0 0430400
Chromium 0 0 0 010.0 0 0 0ND
Cobalt 0 0 0 050.0 0 0 0ND
Iron 200000 53.5 80 120 S100 0 0 0107000

Page 15 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: ICSA-1
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797985ICSA

  

PrepDate:

PrepRef:
RunNo: 233597

Lead 0 0 0 03.00 0 0 0ND
Lithium 0 0 0 0100 0 0 0ND
Magnesium 500000 101 80 1205000 0 0 0506300
Molybdenum 0 0 0 050.0 0 0 0ND
Potassium 0 0 0 05000 0 0 0ND
Selenium 0 0 0 05.00 0 0 0ND
Sodium 0 0 0 05000 0 0 0ND
Thallium 0 0 0 010.0 0 0 0ND

Samp ID: ICSA-2
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798036ICSA
  

PrepDate:

PrepRef:
RunNo: 233597

Antimony 0 0 0 060.0 0 0 0ND
Arsenic 0 0 0 010.0 0 0 0ND
Barium 0 0 0 0200 0 0 0ND
Beryllium 0 0 0 05.00 0 0 0ND
Boron 0 0 0 050.0 0 0 0ND
Cadmium 0 0 0 05.00 0 0 0ND
Calcium 500000 89.6 80 1205000 0 0 0448000
Chromium 0 0 0 010.0 0 0 0ND
Cobalt 0 0 0 050.0 0 0 0ND
Iron 200000 55.9 80 120 S100 0 0 0111800
Lead 0 0 0 03.00 0 0 0ND
Lithium 0 0 0 0100 0 0 0ND
Magnesium 500000 105 80 1205000 0 0 0524300
Molybdenum 0 0 0 050.0 0 0 0ND
Potassium 0 0 0 05000 0 0 0ND
Selenium 0 0 0 05.00 0 0 0ND
Sodium 0 0 0 05000 0 0 0ND
Thallium 0 0 0 010.0 0 0 0ND
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: ICSAB-1
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3797986ICSAB

  

PrepDate:

PrepRef:
RunNo: 233597

Antimony 0 0 0 060.0 0 0 0ND
Arsenic 0 0 0 010.0 0 0 0ND
Barium 500 103 80 120200 0 0 0517.3
Beryllium 500 95.9 80 1205.00 0 0 0479.5
Boron 0 0 0 050.0 0 0 0ND
Cadmium 1000 93.9 80 1205.00 0 0 0939.2
Calcium 500000 87.2 80 1205000 0 0 0436000
Chromium 500 117 80 12010.0 0 0 0587.1
Cobalt 500 92.6 80 12050.0 0 0 0463
Iron 200000 57.4 80 120 S100 0 0 0114800
Lead 1000 84.7 80 1203.00 0 0 0846.9
Lithium 0 0 0 0100 0 0 0ND
Magnesium 500000 102 80 1205000 0 0 0510600
Molybdenum 0 0 0 050.0 0 0 0ND
Potassium 0 0 0 05000 0 0 0ND
Selenium 0 0 0 05.00 0 0 0ND
Sodium 0 0 0 05000 0 0 0ND
Thallium 0 0 0 010.0 0 0 0ND

Samp ID: ICSAB-2
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798037ICSAB

  

PrepDate:

PrepRef:
RunNo: 233597

Antimony 0 0 0 060.0 0 0 0ND
Arsenic 0 0 0 010.0 0 0 0ND
Barium 500 105 80 120200 0 0 0524.6
Beryllium 500 97.4 80 1205.00 0 0 0487
Boron 0 0 0 050.0 0 0 0ND
Cadmium 1000 95.1 80 1205.00 0 0 0951.4
Calcium 500000 89.6 80 1205000 0 0 0448100
Chromium 500 117 80 12010.0 0 0 0583.9
Cobalt 500 96.1 80 12050.0 0 0 0480.3
Iron 200000 59.1 80 120 S100 0 0 0118200
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: ICSAB-2
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: µg/L

PQL

SeqNo: 3798037ICSAB

  

PrepDate:

PrepRef:
RunNo: 233597

Lead 1000 86.3 80 1203.00 0 0 0862.7
Lithium 0 0 0 0100 0 0 0ND
Magnesium 500000 105 80 1205000 0 0 0526500
Molybdenum 0 0 0 050.0 0 0 0ND
Potassium 0 0 0 05000 0 0 0ND
Selenium 0 0 0 05.00 0 0 0ND
Sodium 0 0 0 05000 0 0 0ND
Thallium 0 0 0 010.0 0 0 0ND

Samp ID: MBLK
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795853MBLK
  

PrepDate:

PrepRef:
RunNo: 233483

Antimony 0.000400ND
Arsenic 0.00100ND
Barium 0.00200ND
Beryllium 0.000500ND
Cadmium 0.00100ND
Chromium 0.00500ND
Cobalt 0.00100ND
Iron 0.0200ND
Lead 0.00100ND
Selenium 0.00100ND
Thallium 0.000500ND

Samp ID: LCS
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795854LCS
  

PrepDate:

PrepRef:
RunNo: 233483

Antimony 0.02 97.7 85 1150.000400 0 0 00.01954
Arsenic 0.02 95.4 85 1150.00100 0 0 00.01908
Barium 0.02 93.5 85 1150.00200 0 0 00.0187
Beryllium 0.02 95.2 85 1150.000500 0 0 00.01903
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: LCS
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795854LCS

  

PrepDate:

PrepRef:
RunNo: 233483

Cadmium 0.02 95 85 1150.00100 0 0 00.01899
Chromium 0.02 90.9 85 1150.00500 0 0 00.01817
Cobalt 0.02 88.8 85 1150.00100 0 0 00.01776
Iron 0.02 93.8 85 1150.0200 0 0 0ND
Lead 0.02 90 85 1150.00100 0 0 00.018
Selenium 0.02 95.9 85 1150.00100 0 0 00.01917
Thallium 0.02 87.1 85 1150.000500 0 0 00.01741

Samp ID: 240517005-002
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795858MS
(2102-SH-240516)

PrepDate:5/20/2024 

PrepRef:
RunNo: 233483

Antimony 0.5 111 70 1300.000400 0 0 00.5533
Arsenic 0.04 91.5 70 1300.00100 0.001656 0 00.03825
Barium 2 104 70 1300.00200 0.1821 0 02.272
Beryllium 0.05 73 70 1300.000500 0 0 00.0365
Cadmium 0.05 96.1 70 1300.00100 0 0 00.04807
Chromium 0.2 73.1 70 1300.00500 0 0 00.1462
Cobalt 0.5 72.5 70 1300.00100 0 0 00.3625
Iron 1 94.8 70 1300.0200 3.397 0 04.345
Lead 0.02 96 70 1300.00100 0 0 00.01921
Selenium 0.01 92.4 70 1300.00100 0.0004486 0 00.009685
Thallium 0.05 104 70 1300.000500 0 0 00.05182

Samp ID: 240517005-002
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795857DUP
(2102-SH-240516)

PrepDate:5/20/2024 

PrepRef:
RunNo: 233483

Antimony 0 0 0 0 200.000400 0 0 0ND
Arsenic 0 0 0 0 200.00100 0 0.001656 0.8150.001643
Barium 0 0 0 0 200.00200 0 0.1821 2.640.1869
Beryllium 0 0 0 0 200.000500 0 0 0ND
Cadmium 0 0 0 0 200.00100 0 0 0ND
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: 240517005-002
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795857DUP

(2102-SH-240516)

PrepDate:5/20/2024 

PrepRef:
RunNo: 233483

Chromium 0 0 0 0 200.00500 0 0 0ND
Cobalt 0 0 0 0 200.00100 0 0 0ND
Iron 0 0 0 0 200.0200 0 3.397 1.873.461
Lead 0 0 0 0 200.00100 0 0 0ND
Selenium 0 0 0 0 200.00100 0 0.0004486 0ND
Thallium 0 0 0 0 200.000500 0 0 0ND

Samp ID: CCB
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795864CCB
  

PrepDate:

PrepRef:
RunNo: 233483

Aluminum 0 0 0 00.00500 0 0 0ND
Antimony 0 0 0 00.000400 0 0 0ND
Arsenic 0 0 0 00.00100 0 0 0ND
Barium 0 0 0 00.00200 0 0 0ND
Beryllium 0 0 0 00.000500 0 0 0ND
Cadmium 0 0 0 00.00100 0 0 0ND
Chromium 0 0 0 00.00500 0 0 0ND
Cobalt 0 0 0 00.00100 0 0 0ND
Copper 0 0 0 00.00500 0 0 0ND
Iron 0 0 0 00.0200 0 0 0ND
Lead 0 0 0 00.00100 0 0 0ND
Manganese 0 0 0 00.00500 0 0 0ND
Nickel 0 0 0 00.00100 0 0 0ND
Selenium 0 0 0 00.00100 0 0 0ND
Silver 0 0 0 00.00500 0 0 0ND
Thallium 0 0 0 00.000500 0 0 0ND
Vanadium 0 0 0 00.00500 0 0 0ND
Zinc 0 0 0 00.0100 0 0 0ND

Page 20 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCB
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795870CCB

  

PrepDate:

PrepRef:
RunNo: 233483

Aluminum 0 0 0 00.00500 0 0 0ND
Antimony 0 0 0 00.000400 0 0 0ND
Arsenic 0 0 0 00.00100 0 0 0ND
Barium 0 0 0 00.00200 0 0 0ND
Beryllium 0 0 0 00.000500 0 0 0ND
Cadmium 0 0 0 00.00100 0 0 0ND
Chromium 0 0 0 00.00500 0 0 0ND
Cobalt 0 0 0 00.00100 0 0 0ND
Copper 0 0 0 00.00500 0 0 0ND
Iron 0 0 0 00.0200 0 0 0ND
Lead 0 0 0 00.00100 0 0 0ND
Manganese 0 0 0 00.00500 0 0 0ND
Nickel 0 0 0 00.00100 0 0 0ND
Selenium 0 0 0 00.00100 0 0 0ND
Silver 0 0 0 00.00500 0 0 0ND
Thallium 0 0 0 00.000500 0 0 0ND
Vanadium 0 0 0 00.00500 0 0 0ND
Zinc 0 0 0 00.0100 0 0 0ND

Samp ID: CCV
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795863CCV

  

PrepDate:

PrepRef:
RunNo: 233483

Aluminum 0.05 99.1 90 1100.00500 0 0 00.04956
Antimony 0.05 98.7 90 1100.000400 0 0 00.04935
Arsenic 0.05 92.4 90 1100.00100 0 0 00.04621
Barium 0.05 99.7 90 1100.00200 0 0 00.04983
Beryllium 0.05 98.2 90 1100.000500 0 0 00.0491
Cadmium 0.05 98.4 90 1100.00100 0 0 00.04918
Chromium 0.05 102 90 1100.00500 0 0 00.05092
Cobalt 0.05 102 90 1100.00100 0 0 00.05088
Copper 0.05 99.7 90 1100.00500 0 0 00.04986
Iron 0.05 101 90 1100.0200 0 0 00.05049
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: CCV
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795863CCV

  

PrepDate:

PrepRef:
RunNo: 233483

Lead 0.05 101 90 1100.00100 0 0 00.05048
Manganese 0.05 99.1 90 1100.00500 0 0 00.04954
Nickel 0.05 100 90 1100.00100 0 0 00.05023
Selenium 0.05 99.5 90 1100.00100 0 0 00.04973
Silver 0.0125 98.7 90 1100.00500 0 0 00.01234
Thallium 0.05 101 90 1100.000500 0 0 00.05029
Vanadium 0.05 103 90 1100.00500 0 0 00.05164
Zinc 0.05 96.4 90 1100.0100 0 0 00.04819

Samp ID: CCV
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795869CCV
  

PrepDate:

PrepRef:
RunNo: 233483

Aluminum 0.05 103 90 1100.00500 0 0 00.05136
Antimony 0.05 101 90 1100.000400 0 0 00.05073
Arsenic 0.05 92.3 90 1100.00100 0 0 00.04613
Barium 0.05 102 90 1100.00200 0 0 00.05103
Beryllium 0.05 101 90 1100.000500 0 0 00.05063
Cadmium 0.05 101 90 1100.00100 0 0 00.05028
Chromium 0.05 104 90 1100.00500 0 0 00.05182
Cobalt 0.05 105 90 1100.00100 0 0 00.05243
Copper 0.05 102 90 1100.00500 0 0 00.05092
Iron 0.05 102 90 1100.0200 0 0 00.0512
Lead 0.05 102 90 1100.00100 0 0 00.05099
Manganese 0.05 103 90 1100.00500 0 0 00.0513
Nickel 0.05 102 90 1100.00100 0 0 00.05125
Selenium 0.05 102 90 1100.00100 0 0 00.05101
Silver 0.0125 101 90 1100.00500 0 0 00.01264
Thallium 0.05 102 90 1100.000500 0 0 00.05119
Vanadium 0.05 105 90 1100.00500 0 0 00.05248
Zinc 0.05 94.5 90 1100.0100 0 0 00.04723
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: ICB
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795852ICB

  

PrepDate:

PrepRef:
RunNo: 233483

Antimony 0 0 0 00.000400 0 0 0ND
Arsenic 0 0 0 00.00100 0 0 0ND
Barium 0 0 0 00.00200 0 0 0ND
Beryllium 0 0 0 00.000500 0 0 0ND
Cadmium 0 0 0 00.00100 0 0 0ND
Chromium 0 0 0 00.00500 0 0 0ND
Cobalt 0 0 0 00.00100 0 0 0ND
Iron 0 0 0 00.0200 0 0 0ND
Lead 0 0 0 00.00100 0 0 0ND
Selenium 0 0 0 00.00100 0 0 0ND
Thallium 0 0 0 00.000500 0 0 0ND

Samp ID: ICV
TestNo: E200.8

Analysis Date: 5/24/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3795851ICV

  

PrepDate:

PrepRef:
RunNo: 233483

Antimony 0.05 103 95 1050.000400 0 0 00.05165
Arsenic 0.05 98.9 95 1050.00100 0 0 00.04944
Barium 0.05 101 95 1050.00200 0 0 00.0507
Beryllium 0.05 102 95 1050.000500 0 0 00.05102
Cadmium 0.05 102 95 1050.00100 0 0 00.05111
Chromium 0.05 104 95 1050.00500 0 0 00.0522
Cobalt 0.05 104 95 1050.00100 0 0 00.05206
Iron 0.05 104 95 1050.0200 0 0 00.05209
Lead 0.05 103 95 1050.00100 0 0 00.05168
Selenium 0.05 101 95 1050.00100 0 0 00.05038
Thallium 0.05 105 95 1050.000500 0 0 00.05233

Samp ID: 240517005-002
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3797997PS
(2102-SH-240516)

PrepDate:

PrepRef:
RunNo: 233597

Antimony 1 107 75 1250.0600 0 0 01.069
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: 240517005-002
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3797997PS

(2102-SH-240516)

PrepDate:

PrepRef:
RunNo: 233597

Arsenic 0.08 101 75 1250.00500 0 0 00.08053
Barium 4 115 75 1250.0100 0 0 04.618
Beryllium 0.1 110 75 1250.00500 0 0 00.1103
Cadmium 0.1 107 75 1250.00500 0 0 00.107
Chromium 0.4 116 75 1250.00500 0 0 00.4635
Cobalt 1 98.5 75 1250.0500 0 0 00.9849
Iron 2 279 75 125 S0.0500 0 0 05.57
Lead 0.04 101 75 1250.00500 0 0 00.04039
Selenium 0.02 62.9 75 125 S0.00500 0 0 00.01259
Thallium 0.1 95.3 75 1250.0100 0 0 00.09527

Samp ID: 240517005-002
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3798000SD

(2102-SH-240516)

PrepDate:

PrepRef:
RunNo: 233597

Antimony 0 0 0 0 00.300 0 0 0ND
Arsenic 0 0 0 0 00.0250 0 0 0ND
Barium 0 0 0 0 00.0500 0 0.1869 3.060.1928
Beryllium 0 0 0 0 00.0250 0 0 0ND
Boron 0 0 0 0 00.250 0 0.07835 0ND
Cadmium 0 0 0 0 00.0250 0 0 0ND
Calcium 0 0 0 0 00.250 0 75.24 5.7579.83
Chromium 0 0 0 0 00.0250 0 0 0ND
Cobalt 0 0 0 0 00.250 0 0 0ND
Iron 0 0 0 0 00.250 0 3.628 8.413.961
Lead 0 0 0 0 00.0250 0 0 0ND
Lithium 0 0 0 0 00.250 0 0 0ND
Magnesium 0 0 0 0 00.250 0 15.97 0.74616.09
Molybdenum 0 0 0 0 00.0500 0 0 0ND
Potassium 0 0 0 0 00.250 0 6.107 29.44.719
Selenium 0 0 0 0 00.0250 0 0 0ND
Sodium 0 0 0 0 01.00 0 56.65 16.267.58
Thallium 0 0 0 0 00.0500 0 0.01071 0ND
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: MB-108916
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3797989MBLK

  

PrepDate:5/20/2024 

PrepRef:
RunNo: 233597

Antimony 0.0600ND
Arsenic 0.00500ND
Barium 0.0100ND
Beryllium 0.00500ND
Boron 0.0500ND
Cadmium 0.00500ND
Calcium 0.0500ND
Chromium 0.00500ND
Cobalt 0.0500ND
Iron 0.0500ND
Lead 0.00500ND
Lithium 0.0500ND
Magnesium 0.0500ND
Molybdenum 0.0100ND
Potassium 0.0500ND
Selenium 0.00500ND
Sodium 0.200ND
Thallium 0.0100ND

Samp ID: LCS-108916
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3797990LCS

  

PrepDate:5/20/2024 

PrepRef:
RunNo: 233597

Antimony 2 102 88.3 1130.0600 0 0 02.03
Arsenic 2 95.5 89.1 1110.00500 0 0 01.909
Barium 2 102 85 1150.0100 0 0 02.045
Beryllium 2 100 86.1 1140.00500 0 0 02.001
Boron 2 105 88.2 1140.0500 0 0 02.109
Cadmium 2 102 85 1150.00500 0 0 02.038
Calcium 2 95.6 85.6 1140.0500 0 0 01.911
Chromium 2 99.6 89.7 1090.00500 0 0 01.991
Cobalt 2 96.6 89.6 1090.0500 0 0 01.931
Iron 2 99.3 86.2 1120.0500 0 0 01.987
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: LCS-108916
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3797990LCS

  

PrepDate:5/20/2024 

PrepRef:
RunNo: 233597

Lead 2 102 88.1 1120.00500 0 0 02.039
Magnesium 2 96.8 87.4 1100.0500 0 0 01.936
Molybdenum 2 106 88.8 1120.0100 0 0 02.124
Potassium 10 91.2 85 1120.0500 0 0 09.116
Selenium 2 96.3 87.5 1120.00500 0 0 01.926
Sodium 2 101 85.8 1130.200 0 0 02.012
Thallium 2 103 85 1150.0100 0 0 02.058

Samp ID: 240517005-002
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3797996MS
(2102-SH-240516)

PrepDate:5/20/2024 

PrepRef:
RunNo: 233597

Antimony 0.5 106 80.6 1200.0600 0 0 00.5278
Arsenic 0.04 103 75 1250.00500 0 0 00.04136
Barium 2 109 75 1190.0100 0.1869 0 02.373
Beryllium 0.05 110 80.6 1230.00500 0 0 00.05498
Cadmium 0.05 106 75 1180.00500 0 0 00.05313
Chromium 0.2 117 75 1240.00500 0 0 00.2334
Cobalt 0.5 98.5 75 1230.0500 0 0 00.4925
Iron 1 121 75 1220.0500 3.628 0 04.837
Lead 0.02 93.9 75 1250.00500 0 0 00.01878
Selenium 0.01 110 75 1250.00500 0 0 00.01104
Thallium 0.05 85.8 75 1250.0100 0.01071 0 00.0536

Samp ID: 240517005-002
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3797994DUP
(2102-SH-240516)

PrepDate:5/20/2024 

PrepRef:
RunNo: 233597

Antimony 0 0 0 0 200.0600 0 0 0ND
Arsenic 0 0 0 0 200.00500 0 0 0ND
Barium 0 0 0 0 200.0100 0 0.1869 3.920.1943
Beryllium 0 0 0 0 200.00500 0 0 0ND
Boron 0 0 0 0 200.0500 0 0.07835 2.430.08028

Page 26 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108916

Samp ID: 240517005-002
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3797994DUP

(2102-SH-240516)

PrepDate:5/20/2024 

PrepRef:
RunNo: 233597

Cadmium 0 0 0 0 200.00500 0 0 0ND
Calcium 0 0 0 0 13.90.0500 0 75.24 3.8778.21
Chromium 0 0 0 0 200.00500 0 0 0ND
Cobalt 0 0 0 0 130.0500 0 0 0ND
Iron 0 0 0 0 19.40.0500 0 3.628 3.993.776
Lead 0 0 0 0 18.90.00500 0 0 0ND
Lithium 0 0 0 0 18.80.0500 0 0 0ND
Magnesium 0 0 0 0 15.60.0500 0 15.97 2.5516.38
Molybdenum 0 0 0 0 15.30.0100 0 0 0ND
Potassium 0 0 0 0 15.20.0500 0 6.107 0.9976.169
Selenium 0 0 0 0 150.00500 0 0 0ND
Thallium 0 0 0 0 19.60.0100 0 0.01071 0ND

Samp ID: 240517005-002
TestNo: E200.7

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3797995DUP

(2102-SH-240516)

PrepDate:5/20/2024 

PrepRef:
RunNo: 233597

Sodium 0 0 0 0 15.7 Z2.00 0 57.38 18.769.24

Page 27 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108921

Samp ID: MB-108921
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791325mblk

  

PrepDate:5/20/2024 

PrepRef:(E245.1)
RunNo: 233240

Mercury 0.000200ND

Samp ID: LCS-108921
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791326lcs
  

PrepDate:5/20/2024 

PrepRef:(E245.1)
RunNo: 233240

Mercury 0.002 98.2 85.6 1150.000200 0 0 00.001965

Samp ID: 240517005-002
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791332ms
(2102-SH-240516)

PrepDate:5/20/2024 

PrepRef:(E245.1)
RunNo: 233240

Mercury 0.002 91 77.4 1200.000200 0 0 00.00182

Samp ID: 240517005-002
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791329dup

(2102-SH-240516)

PrepDate:5/20/2024 

PrepRef:(E245.1)
RunNo: 233240

Mercury 0 0 0 0 16.50.000200 0 0 0ND

Samp ID: ICB
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791321ccb

  

PrepDate:

PrepRef:
RunNo: 233240

Mercury 0 0 0 00.000200 0 0 0ND

Samp ID: CCB
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791324ccb
  

PrepDate:

PrepRef:
RunNo: 233240

Mercury 0 0 0 00.000200 0 0 0ND

Page 28 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108921

Samp ID: CCB
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791331ccb

  

PrepDate:

PrepRef:
RunNo: 233240

Mercury 0 0 0 00.000200 0 0 0ND

Samp ID: CCB
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791342ccb
  

PrepDate:

PrepRef:
RunNo: 233240

Mercury 0 0 0 00.000200 0 0 0ND

Samp ID: ICV
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791320ccv
  

PrepDate:

PrepRef:
RunNo: 233240

Mercury 0.002 105 85 1150.000200 0 0 00.002109

Samp ID: CCV
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791323ccv

  

PrepDate:

PrepRef:
RunNo: 233240

Mercury 0.002 106 85 1150.000200 0 0 00.002125

Samp ID: CCV
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791330ccv

  

PrepDate:

PrepRef:
RunNo: 233240

Mercury 0.002 105 85 1150.000200 0 0 00.002097

Samp ID: CCV
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791341ccv
  

PrepDate:

PrepRef:
RunNo: 233240

Mercury 0.002 105 85 1150.000200 0 0 00.002091
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108921

Samp ID: 0.2ppb
TestNo: E245.1

Analysis Date: 5/20/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3791322cra

  

PrepDate:

PrepRef:
RunNo: 233240

Mercury 0.0002 97.9 70 1300.000200 0 0 0ND

Page 30 of 30

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Adirondack Environmental Services, Inc

Test Code: CLPHG
Test Number: E245.1

Test Name: Mercury

Date: 15-Dec-23

METHOD DETECTION / 
REPORTING LIMITS

Matrix:  Water Units: µg/L Updated: 06-Dec-23

Type

A

Analyte MDL  PQL

Mercury 0.16 0.2

1 of 1



Test Name: ICP Metals Water

Analyte MDL PQL

Test Code: CLPW
Test Number: E200.7

Units: µg/L

Adirondack Environmental Services, Inc Date: 04-Dec-23

Matrix: Water Updated: 24-Oct-23

METHOD DETECTION / 
REPORTING LIMITS

Type

Aluminum 24.6 200A
Antimony 5.2 60A
Arsenic 3 10A
Barium 2.3 200A
Beryllium 0.7 5A
Boron 3.6 50A
Cadmium 0.4 5A
Calcium 13.3 5000A
Chromium 4.5 10A
Cobalt 0.6 50A
Copper 2.1 25A
Iron 11.5 100A
Lead 1.9 3A
Lithium 20.7 100A
Magnesium 38 5000A
Manganese 4.4 15A
Molybdenum 4.5 50A
Nickel 1.6 40A
Potassium 30.5 5000A
Selenium 2.8 5A
Silver 7.9 10A
Sodium 201.2 5000A
Strontium 12.3 20A
Thallium 3.3 10A
Tin 2.3 50A
Titanium 0 50A
Vanadium 10.9 50A
Zinc 4.6 20A

1 of 1



Test Name: ICP-MS Metals Water

Analyte MDL PQL

Test Code: E200.8ppm
Test Number: E200.8

Units: mg/L

Adirondack Environmental Services, Inc Date: 03-Apr-23

Matrix: Water Updated: 17-Jan-23

METHOD DETECTION / 
REPORTING LIMITS

Type

Aluminum 0.00479 0.005A
Antimony 0.00038 0.0004A
Arsenic 0.0007 0.001A
Barium 0.00034 0.002A
Beryllium 0.00027 0.0005A
Cadmium 0.00029 0.001A
Chromium 0.00047 0.005A
Cobalt 0.0004 0.001A
Copper 0.00046 0.005A
Iron 0.0147 0.02A
Lead 0.00034 0.001A
Manganese 0.00033 0.005A
Nickel 0.00029 0.001A
Selenium 0.00032 0.001A
Silver 0.00017 0.005A
Thallium 0.00023 0.0005A
Vanadium 0.00206 0.005A
Zinc 0.00073 0.01A

1 of 1



Adirondack Environmental Services, Inc PREP BATCH REPORT

Prep Batch 108921

Prep Start Date: 5/20/2024 9:36:20 A

Prep Code: HG_PREP

Sample ID pH Fin VolSampAmt factor

Technician: Anna Fonda

Prep End Date: 5/20/2024 11:36:00 

Page:1 of 2

Sol AddedResClMatrix PrepStart PrepEnd

Prep Factor Units:
mL / mL

Comments: Temp: 95 Start time: 936 End time: 1136

ExPos TareWt CleanUp

5/20/20245/20/20241.000240517005-001E 50 501 0Groundwater 0

5/20/20245/20/20241.000

bottle 1 of 3 used

240517005-002E 50 501 0Groundwater 0

5/20/20245/20/20241.000

bottle 2 of 3 used

240517005-002EDP 50 501 0Groundwater 0

5/20/20245/20/20241.000

bottle 3 of 3 used

240517005-002EMS 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-003E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-004E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-005E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-006E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-007E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-008E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-009E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-010E 50 501 0Water 0

5/20/20245/20/20241.000LCS-108921 50 500 0

5/20/20245/20/20241.000MB-108921 50 500 0



Prep Batch 108921

Prep Start Date: 5/20/2024 9:36:20 A

Prep Code: HG_PREP

Sample ID pH Fin VolSampAmt factor

Technician: Anna Fonda

Prep End Date: 5/20/2024 11:36:00 

Page:2 of 2

Sol AddedResClMatrix PrepStart PrepEnd

Prep Factor Units:
mL / mL

Comments: Temp: 95 Start time: 936 End time: 1136

ExPos TareWt CleanUp

Solution ID Solution Name SampType AmtAdd units
MR-HYDROXYL Hydroxlamine, 12% 3 ml
MR-KMNO4 5%- Potassium Permanganate 7.5 ml
MR-POTASSIU Potassium Persulfate, 5% 4 ml
MSP-HG 0.1 PP 0.1 PPM Hg 1 ml

Number Reagent Name
8783 Sulfuric Acid
8801 Hot Block Digestion Vessels - 100m
8825 Nitric Acid, ACS



Adirondack Environmental Services, Inc PREP BATCH REPORT

Prep Batch 108916

Prep Start Date: 5/20/2024 9:02:45 A

Prep Code: 200.7PR

Sample ID pH Fin VolSampAmt factor

Technician: Anna Fonda

Prep End Date: 5/20/2024 11:02:00 

Page:1 of 2

Sol AddedResClMatrix PrepStart PrepEnd

Prep Factor Units:
mL / mL

Comments: Temp: 95 Start time: 902 End time: 1102

ExPos TareWt CleanUp

5/20/20245/20/20241.000240517005-001E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-002E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-002EDP 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-002EMS 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-003E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-004E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-005E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-006E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-007E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-008E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-009E 50 501 0Groundwater 0

5/20/20245/20/20241.000240517005-010E 50 501 0Water 0

5/20/20245/20/20241.000LCS-108916 50 500 0

5/20/20245/20/20241.000MB-108916 50 500 0



Prep Batch 108916

Prep Start Date: 5/20/2024 9:02:45 A

Prep Code: 200.7PR

Sample ID pH Fin VolSampAmt factor

Technician: Anna Fonda

Prep End Date: 5/20/2024 11:02:00 

Page:2 of 2

Sol AddedResClMatrix PrepStart PrepEnd

Prep Factor Units:
mL / mL

Comments: Temp: 95 Start time: 902 End time: 1102

ExPos TareWt CleanUp

Solution ID Solution Name SampType AmtAdd units
8746 M-ICP-SSWS-M 0.5 ml
MWS-200.7-6-13 200.7-6 50 ml

Number Reagent Name
8800 Hot Block Digestion Vessels - 50mL
8825 Nitric Acid, ACS
8847 Hydrochoric Acid



Client Sample ID: 2101-SH-240516
Collection Date: 5/16/2024 9:53:00 AM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-001

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 5/31/2024 11:27:31 PM0.20 mg/L 2ND
Chloride 5/31/2024 11:27:31 PM2.00 mg/L 2116
Sulfate 5/31/2024 11:27:31 PM2.00 mg/L 2106

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1270

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1620

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 1 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2102-SH-240516
Collection Date: 5/16/2024 1:23:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-002

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 5/31/2024 11:46:34 PM0.20 mg/L 2ND
Chloride N 5/31/2024 11:46:34 PM2.00 mg/L 2115
Sulfate 5/31/2024 11:46:34 PM2.00 mg/L 22.79

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1220

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1475

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 2 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2103-SH-240516
Collection Date: 5/16/2024 12:10:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-003

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 12:43:42 AM0.20 mg/L 2ND
Chloride 6/1/2024 12:43:42 AM2.00 mg/L 2119
Sulfate 6/1/2024 12:43:42 AM2.00 mg/L 228.3

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1220

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1525

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 3 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2201-SH-240515
Collection Date: 5/15/2024 12:25:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-004

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 1:02:46 AM0.20 mg/L 2ND
Chloride 6/1/2024 1:02:46 AM2.00 mg/L 278.6
Sulfate 6/1/2024 1:02:46 AM2.00 mg/L 248.2

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1400

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1675

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 4 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2202-XB-240516
Collection Date: 5/16/2024 7:30:00 AM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-005

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 2:59:24 AM0.20 mg/L 2ND
Chloride 6/1/2024 2:59:24 AM2.00 mg/L 231.6
Sulfate 6/1/2024 2:59:24 AM2.00 mg/L 2135

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1310

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1565

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 5 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2203-SH-240515
Collection Date: 5/15/2024 6:37:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-006

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 3:18:27 AM0.20 mg/L 20.20
Chloride 6/1/2024 3:18:27 AM2.00 mg/L 2127
Sulfate 6/1/2024 3:18:27 AM2.00 mg/L 251.7

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1240

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1560

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 6 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2204-SH-240515
Collection Date: 5/15/2024 4:31:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-007

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 3:37:30 AM0.20 mg/L 20.22
Chloride 6/1/2024 3:37:30 AM2.00 mg/L 2124
Sulfate 6/1/2024 3:37:30 AM2.00 mg/L 241.8

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1180

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1445

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 7 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2205-XB-240515
Collection Date: 5/15/2024 3:03:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-008

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 3:56:33 AM0.20 mg/L 20.68
Chloride 6/1/2024 3:56:33 AM2.00 mg/L 299.6
Sulfate 6/3/2024 2:38:10 PM20.0 mg/L 20502

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1450

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 11390

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 8 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2200-SH-240516
Collection Date: 5/16/2024 1:23:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-009

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 4:15:37 AM0.20 mg/L 2ND
Chloride 6/1/2024 4:15:37 AM2.00 mg/L 2115
Sulfate 6/1/2024 4:15:37 AM2.00 mg/L 22.36

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/202410 mgCaCO3/L 1230

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1395

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 9 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 1000-EB-240515
Collection Date: 5/15/2024 7:00:00 PM

Matrix: WATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-010

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

ANIONS BY ION CHROMATOGRAPHY - EPA 300.0 REV 2.1 Analyst: GK
  

Fluoride 6/1/2024 4:34:40 AM0.20 mg/L 2ND
Chloride 6/1/2024 4:34:40 AM2.00 mg/L 2ND
Sulfate 6/1/2024 4:34:40 AM2.00 mg/L 2ND

ALKALINITY TO PH 4.5 -SM 2320B-2011 Analyst: LH
  

Alkalinity, Total (As CaCO3) 5/29/20241 mgCaCO3/L 10

TOTAL DISSOLVED SOLIDS - SM 2540C-2015 Analyst: NI
(  Prep:  Gen Prep  -  5/20/2024 )

TDS (Residue, Filterable) 5/22/20245 mg/L 1190

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 10 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



20-Jun-24Date:Adirondack Environmental Services, Inc

Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108926

Samp ID: MB-108926
TestNo: SM2540C

Analysis Date: 5/22/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3792773MBLK

  

PrepDate:5/20/2024 

PrepRef:(Gen Prep)
RunNo: 233313

TDS (Residue, Filterable) 5.00ND

Samp ID: LCS-108926
TestNo: SM2540C

Analysis Date: 5/22/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3792774LCS
  

PrepDate:5/20/2024 

PrepRef:(Gen Prep)
RunNo: 233313

TDS (Residue, Filterable) 1000 91.5 84.5 1195.00 0 0 0915

Samp ID: 240516085-001
TestNo: SM2540C

Analysis Date: 5/22/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3792778DUP
  

PrepDate:5/20/2024 

PrepRef:(Gen Prep)
RunNo: 233313

TDS (Residue, Filterable) 0 0 0 0 1010.0 0 2810 6.543000

Samp ID: 240516085-003
TestNo: SM2540C

Analysis Date: 5/22/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3792780DUP

  

PrepDate:5/20/2024 

PrepRef:(Gen Prep)
RunNo: 233313

TDS (Residue, Filterable) 0 0 0 0 1010.0 0 2830 5.442680

Page 1 of 13

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: 108928

Samp ID: MB-108928
TestNo: SM2540C

Analysis Date: 5/22/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3792765MBLK

  

PrepDate:5/20/2024 

PrepRef:(Gen Prep)
RunNo: 233312

TDS (Residue, Filterable) 0.670ND

Samp ID: LCS-108928
TestNo: SM2540C

Analysis Date: 5/22/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3792766LCS
  

PrepDate:5/20/2024 

PrepRef:(Gen Prep)
RunNo: 233312

TDS (Residue, Filterable) 1000 94 84.5 1195.00 0 0 0940

Samp ID: 240517067-001
TestNo: SM2540C

Analysis Date: 5/22/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3792771DUP
  

PrepDate:5/20/2024 

PrepRef:(Gen Prep)
RunNo: 233312

TDS (Residue, Filterable) 0 0 0 0 105.00 0 275 1.80280

Page 2 of 13

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: R233578

Samp ID: MB-R233578
TestNo: SM2320B

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mgCaCO3/L

PQL

SeqNo: 3797669MBLK

  

  

  
RunNo: 233578

Alkalinity, Total (As CaCO3) 1.00ND

Samp ID: LCS-R233578
TestNo: SM2320B

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mgCaCO3/L

PQL

SeqNo: 3797670LCS
  

  

  
RunNo: 233578

Alkalinity, Total (As CaCO3) 132 103 84.3 1154.00 0 0 0136

Samp ID: 240517005-002
TestNo: SM2320B

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mgCaCO3/L

PQL

SeqNo: 3797673MS
(2102-SH-240516)

  

  
RunNo: 233578

Alkalinity, Total (As CaCO3) 500 100 80 12010.0 220 0 0720

Samp ID: 240517005-002
TestNo: SM2320B

Analysis Date: 5/29/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mgCaCO3/L

PQL

SeqNo: 3797674MSD

(2102-SH-240516)

  

  
RunNo: 233578

Alkalinity, Total (As CaCO3) 500 102 80 120 1510.0 220 720 1.38730

Page 3 of 13

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: R233688

Samp ID: MBLK 3449 DI
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799736MBLK

  

  

  
RunNo: 233688

Chloride 1.00ND
Fluoride 0.100ND
Sulfate 1.00ND

Samp ID: LCS ICB-54-P
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799737LCS
  

  

  
RunNo: 233688

Chloride 100 97.6 90 11010.0 0 0 097.57
Fluoride 10 99.4 90 1101.00 0 0 09.94
Sulfate 200 103 90 11010.0 0 0 0206.1

Samp ID: LCS
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799760LCS

  

  

  
RunNo: 233688

Chloride 100 98 90 11010.0 0 0 098.04
Fluoride 10 98.9 90 1101.00 0 0 09.89
Sulfate 200 100 90 11010.0 0 0 0200.9

Samp ID: 240530070-004
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799751MS

  

  

  
RunNo: 233688

Chloride 20 95.9 90 1102.00 53.4 0 072.57
Sulfate 20 101 90 1102.00 9.944 0 030.22

Samp ID: 240517005-002
TestNo: E300

Analysis Date: 6/1/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799766MS
(2102-SH-240516)

  

  
RunNo: 233688

Chloride 20 89.8 90 110 S2.00 114.9 0 0132.9
Fluoride 10 100 90 1100.200 0 0 09.996
Sulfate 20 100 90 1102.00 2.793 0 022.79

Page 4 of 13

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: R233688

Samp ID: 240530070-004
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799752MSD

  

  

  
RunNo: 233688

Chloride 20 91.2 90 110 202.00 53.4 72.57 1.2971.64
Sulfate 20 99.6 90 110 202.00 9.944 30.22 1.1529.87

Samp ID: 240517005-002
TestNo: E300

Analysis Date: 6/1/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799767MSD
(2102-SH-240516)

  

  
RunNo: 233688

Chloride 20 86.4 90 110 20 S2.00 114.9 132.9 0.506132.2
Fluoride 10 99.9 90 110 200.200 0 9.996 0.08019.988
Sulfate 20 100 90 110 202.00 2.793 22.79 0.38522.88

Samp ID: CCB
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799747CCB

  

  

  
RunNo: 233688

Bromide 0 0 0 00.500 0 0 0ND
Chloride 0 0 0 01.00 0 0 0ND
Fluoride 0 0 0 00.100 0 0 0ND
Nitrate, Nitrogen (As N) 0 0 0 00.0200 0 0 0ND
Sulfate 0 0 0 01.00 0 0 0ND

Samp ID: CCB
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799759CCB

  

  

  
RunNo: 233688

Bromide 0 0 0 00.500 0 0 0ND
Chloride 0 0 0 01.00 0 0 0ND
Fluoride 0 0 0 00.100 0 0 0ND
Nitrate, Nitrogen (As N) 0 0 0 00.0200 0 0 0ND
Sulfate 0 0 0 01.00 0 0 0ND
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: R233688

Samp ID: CCB
TestNo: E300

Analysis Date: 6/1/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799771CCB

  

  

  
RunNo: 233688

Bromide 0 0 0 00.500 0 0 0ND
Chloride 0 0 0 01.00 0 0 0ND
Fluoride 0 0 0 00.100 0 0 0ND
Nitrate, Nitrogen (As N) 0 0 0 00.0200 0 0 0ND
Sulfate 0 0 0 01.00 0 0 0ND

Samp ID: CCB
TestNo: E300

Analysis Date: 6/1/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799781CCB
  

  

  
RunNo: 233688

Bromide 0 0 0 00.500 0 0 0ND
Chloride 0 0 0 01.00 0 0 0ND
Fluoride 0 0 0 00.100 0 0 0ND
Nitrate, Nitrogen (As N) 0 0 0 00.0200 0 0 0ND
Sulfate 0 0 0 01.00 0 0 0ND

Samp ID: CCV
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799746CCV

  

  

  
RunNo: 233688

Bromide 1 97.1 90 1100.500 0 0 00.971
Chloride 10 97.9 90 1101.00 0 0 09.786
Fluoride 1 98.4 90 1100.100 0 0 00.984
Nitrate, Nitrogen (As N) 1 98.4 90 1100.0200 0 0 00.984
Sulfate 10 98.1 90 1101.00 0 0 09.81

Samp ID: CCV
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799758CCV
  

  

  
RunNo: 233688

Bromide 1 97.2 90 1100.500 0 0 00.972
Chloride 10 97.8 90 1101.00 0 0 09.78
Fluoride 1 98.4 90 1100.100 0 0 00.984
Nitrate, Nitrogen (As N) 1 98.5 90 1100.0200 0 0 00.985

Page 6 of 13

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: R233688

Samp ID: CCV
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799758CCV

  

  

  
RunNo: 233688

Sulfate 10 98.4 90 1101.00 0 0 09.838

Samp ID: CCV
TestNo: E300

Analysis Date: 6/1/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799770CCV
  

  

  
RunNo: 233688

Bromide 1 97.2 90 1100.500 0 0 00.972
Chloride 10 97.7 90 1101.00 0 0 09.769
Fluoride 1 98.3 90 1100.100 0 0 00.983
Nitrate, Nitrogen (As N) 1 98.4 90 1100.0200 0 0 00.984
Sulfate 10 98.5 90 1101.00 0 0 09.847

Samp ID: CCV
TestNo: E300

Analysis Date: 6/1/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799780CCV

  

  

  
RunNo: 233688

Bromide 1 97.2 90 1100.500 0 0 00.972
Chloride 10 97.8 90 1101.00 0 0 09.779
Fluoride 1 98.5 90 1100.100 0 0 00.985
Nitrate, Nitrogen (As N) 1 98.4 90 1100.0200 0 0 00.984
Sulfate 10 98.9 90 1101.00 0 0 09.888

Samp ID: CRI ICB-20-A
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799738CRI

  

  

  
RunNo: 233688

Chloride 1 101 50 1501.00 0 0 01.006
Fluoride 0.1 124 50 1500.100 0 0 00.124
Sulfate 2 132 50 1501.00 0 0 02.636

Samp ID: ICB 3449 DI
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799735ICB
  

  

  
RunNo: 233688

Page 7 of 13

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: R233688

Samp ID: ICB 3449 DI
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799735ICB

  

  

  
RunNo: 233688

Chloride 0 0 0 01.00 0 0 0ND
Fluoride 0 0 0 00.100 0 0 0ND
Sulfate 0 0 0 01.00 0 0 0ND

Samp ID: ICV ICB-55-CC
TestNo: E300

Analysis Date: 5/31/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3799734ICV
  

  

  
RunNo: 233688

Chloride 10 97.5 90 1101.00 0 0 09.745
Fluoride 1 98.5 90 1100.100 0 0 00.985
Sulfate 10 101 90 1101.00 0 0 010.13
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Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: R233748

Samp ID: MBLK 3449 DI
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800890MBLK

  

  

  
RunNo: 233748

Chloride 1.00ND
Fluoride 0.100ND
Sulfate 1.00ND

Samp ID: LCS ICB-54-Q
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800891LCS
  

  

  
RunNo: 233748

Chloride 100 99 90 11010.0 0 0 099
Fluoride 10 102 90 1101.00 0 0 010.15
Sulfate 200 100 90 11010.0 0 0 0200

Samp ID: LCS
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800914LCS

  

  

  
RunNo: 233748

Chloride 100 98.4 90 11010.0 0 0 098.36
Fluoride 10 101 90 1101.00 0 0 010.05
Sulfate 200 99.3 90 11010.0 0 0 0198.5

Samp ID: LCS
TestNo: E300

Analysis Date: 6/4/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800938LCS

  

  

  
RunNo: 233748

Chloride 100 98.4 90 11010.0 0 0 098.35
Fluoride 10 101 90 1101.00 0 0 010.07
Sulfate 200 99.1 90 11010.0 0 0 0198.2

Samp ID: 240521029-003
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800902MS
  

  

  
RunNo: 233748

Chloride 20 97.1 90 1102.00 38.03 0 057.46
Fluoride 10 98.5 90 1100.200 0.474 0 010.32

Page 9 of 13

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: R233748

Samp ID: 240521029-003
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800902MS

  

  

  
RunNo: 233748

Sulfate 20 90.2 90 1102.00 94.22 0 0112.3

Samp ID: 240521080-016
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800920MS
  

  

  
RunNo: 233748

Chloride 20 98.1 90 1102.00 2.152 0 021.77
Sulfate 20 96.3 90 1102.00 64.01 0 083.27

Samp ID: 240521029-003
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800903MSD
  

  

  
RunNo: 233748

Chloride 20 96.2 90 110 202.00 38.03 57.46 0.33557.26
Fluoride 10 101 90 110 200.200 0.474 10.32 2.8110.61
Sulfate 20 83.9 90 110 20 S2.00 94.22 112.3 1.13111

Samp ID: 240521080-015
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800918DUP

  

  

  
RunNo: 233748

Chloride 0 0 0 0 19.62.00 0 18.63 0.85218.47
Sulfate 0 0 0 0 10.92.00 0 18.07 0.80017.93

Samp ID: CCB
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800901CCB

  

  

  
RunNo: 233748

Chloride 0 0 0 01.00 0 0 0ND
Fluoride 0 0 0 00.100 0 0 0ND
Nitrate, Nitrogen (As N) 0 0 0 00.0200 0 0 0ND
Sulfate 0 0 0 01.00 0 0 0ND

Page 10 of 13

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: R233748

Samp ID: CCB
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800913CCB

  

  

  
RunNo: 233748

Chloride 0 0 0 01.00 0 0 0ND
Fluoride 0 0 0 00.100 0 0 0ND
Nitrate, Nitrogen (As N) 0 0 0 00.0200 0 0 0ND
Sulfate 0 0 0 01.00 0 0 0ND

Samp ID: CCB
TestNo: E300

Analysis Date: 6/4/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800925CCB
  

  

  
RunNo: 233748

Chloride 0 0 0 01.00 0 0 0ND
Fluoride 0 0 0 00.100 0 0 0ND
Nitrate, Nitrogen (As N) 0 0 0 00.0200 0 0 0ND
Sulfate 0 0 0 01.00 0 0 0ND

Samp ID: CCB
TestNo: E300

Analysis Date: 6/4/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800937CCB

  

  

  
RunNo: 233748

Chloride 0 0 0 01.00 0 0 0ND
Fluoride 0 0 0 00.100 0 0 0ND
Nitrate, Nitrogen (As N) 0 0 0 00.0200 0 0 0ND
Sulfate 0 0 0 01.00 0 0 0ND

Samp ID: CCB
TestNo: E300

Analysis Date: 6/4/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800945CCB

  

  

  
RunNo: 233748

Chloride 0 0 0 01.00 0 0 0ND
Fluoride 0 0 0 00.100 0 0 0ND
Nitrate, Nitrogen (As N) 0 0 0 00.0200 0 0 0ND
Sulfate 0 0 0 01.00 0 0 0ND

Page 11 of 13

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: R233748

Samp ID: CCV
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800900CCV

  

  

  
RunNo: 233748

Chloride 10 98.8 90 1101.00 0 0 09.879
Fluoride 1 101 90 1100.100 0 0 01.007
Nitrate, Nitrogen (As N) 1 99.6 90 1100.0200 0 0 00.996
Sulfate 10 98.5 90 1101.00 0 0 09.85

Samp ID: CCV
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800912CCV
  

  

  
RunNo: 233748

Chloride 10 98.6 90 1101.00 0 0 09.855
Fluoride 1 100 90 1100.100 0 0 01.004
Nitrate, Nitrogen (As N) 1 99.5 90 1100.0200 0 0 00.995
Sulfate 10 98.3 90 1101.00 0 0 09.828

Samp ID: CCV
TestNo: E300

Analysis Date: 6/4/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800924CCV

  

  

  
RunNo: 233748

Chloride 10 98.8 90 1101.00 0 0 09.884
Fluoride 1 102 90 1100.100 0 0 01.019
Nitrate, Nitrogen (As N) 1 99.9 90 1100.0200 0 0 00.999
Sulfate 10 98.6 90 1101.00 0 0 09.863

Samp ID: CCV
TestNo: E300

Analysis Date: 6/4/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800936CCV

  

  

  
RunNo: 233748

Chloride 10 98.6 90 1101.00 0 0 09.859
Fluoride 1 101 90 1100.100 0 0 01.012
Nitrate, Nitrogen (As N) 1 99.5 90 1100.0200 0 0 00.995
Sulfate 10 98.4 90 1101.00 0 0 09.837

Page 12 of 13

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Project: C-Pond-CCR Monitoring

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

ANALYTICAL QC SUMMARY REPORT
BatchID: R233748

Samp ID: CCV
TestNo: E300

Analysis Date: 6/4/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800944CCV

  

  

  
RunNo: 233748

Chloride 10 98.6 90 1101.00 0 0 09.856
Fluoride 1 101 90 1100.100 0 0 01.006
Nitrate, Nitrogen (As N) 1 99.3 90 1100.0200 0 0 00.993
Sulfate 10 98.2 90 1101.00 0 0 09.822

Samp ID: ICB 3449 DI
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800889ICB
  

  

  
RunNo: 233748

Chloride 0 0 0 01.00 0 0 0ND
Fluoride 0 0 0 00.100 0 0 0ND
Sulfate 0 0 0 01.00 0 0 0ND

Samp ID: ICV ICB-55-DD
TestNo: E300

Analysis Date: 6/3/2024

Analyte Result SPK value SPK Ref Val %REC RPD Ref Val %RPD(SD-%D)LowLimit HighLimit RPDLimit Qual

Units: mg/L

PQL

SeqNo: 3800888ICV

  

  

  
RunNo: 233748

Chloride 10 99.3 90 1101.00 0 0 09.927
Fluoride 1 102 90 1100.100 0 0 01.018
Sulfate 10 99.4 90 1101.00 0 0 09.941

Page 13 of 13

Qualifiers:   

J - Analyte detected below quantitation limits

B - Analyte detected in the associated Method BlankS - Spike Recovery outside accepted recovery limits

R - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit



Adirondack Environmental Services, Inc PREP BATCH REPORT

Prep Batch 108928

Prep Start Date: 5/20/2024 1:32:35 P

Prep Code: TDSPR

Sample ID pH Fin VolSampAmt factor

Technician: Nurul Indriani

Prep End Date: 5/20/2024 4:48:31 P

Page:1 of 1

Sol AddedResClMatrix PrepStart PrepEnd

Prep Factor Units:
mL / mL

Comments: into 95.6C oven at 16:48     Filter Lot #: 17661258

ExPos TareWt CleanUp

5/20/20245/20/20241.000240517005-001D 20 200Groundwater 31 48.1899

5/20/20245/20/20241.000240517005-008D 20 200Groundwater 54 49.8864

5/20/20245/20/20241.000240517066-001A 20 200Wastewater 227 71.4049

5/20/20245/20/20241.000240517067-001A 20 200Wastewater 26 48.6039

5/20/20245/20/20241.000240517067-001A dup 20 200Wastewater 185 60.951

5/20/20245/20/20241.000240520049-001B 20 200Liquid 62 49.1425

5/20/20245/20/20241.000LCS-108928 20 200 1006 74.0769

5/20/20245/20/20240.133MB-108928 150 200 37 66.5323

Solution ID Solution Name SampType AmtAdd units
WC9-108-C TDS LCS 1000 mg/L 0



Adirondack Environmental Services, Inc PREP BATCH REPORT

Prep Batch 108926

Prep Start Date: 5/20/2024 11:45:46 

Prep Code: TDSPR

Sample ID pH Fin VolSampAmt factor

Technician: Nurul Indriani

Prep End Date: 5/20/2024 1:32:29 P

Page:1 of 2

Sol AddedResClMatrix PrepStart PrepEnd

Prep Factor Units:
mL / mL

Comments: into 95.0C oven at 13:32     Filter Lot #: 17661258

ExPos TareWt CleanUp

5/20/20245/20/20242.000240516084-001B 10 200Wastewater 22222 35.8046

5/20/20245/20/20242.000240516084-003B 10 200Wastewater 19 34.6051

5/20/20245/20/20242.000240516085-001D 10 200Wastewater 55555 35.3951

5/20/20245/20/20242.000240516085-001D dup 10 200Wastewater 3 35.8597

5/20/20245/20/20242.000240516085-003C 10 200Wastewater 2 31.4473

5/20/20245/20/20242.000240516085-003C dup 10 200Wastewater 96 49.9703

5/20/20245/20/20241.000240517005-002D 20 200Groundwater 384 63.8442

5/20/20245/20/20241.000240517005-003D 20 200Groundwater 360 76.6147

5/20/20245/20/20241.000240517005-004D 20 200Groundwater 22 65.0911

5/20/20245/20/20241.000240517005-005D 20 200Groundwater 107 77.3152

5/20/20245/20/20241.000240517005-006D 20 200Groundwater 80 65.1684

5/20/20245/20/20241.000240517005-007D 20 200Groundwater 105 48.1466

5/20/20245/20/20241.000240517005-009D 20 200Groundwater 14 65.3605

5/20/20245/20/20241.000240517005-010D 20 200Water 180 63.2114

5/20/20245/20/20241.000240517015-004A 20 200Wastewater 35 64.1381

5/20/20245/20/20241.000240517015-006A 20 200Wastewater 1002 82.6185



Prep Batch 108926

Prep Start Date: 5/20/2024 11:45:46 

Prep Code: TDSPR

Sample ID pH Fin VolSampAmt factor

Technician: Nurul Indriani

Prep End Date: 5/20/2024 1:32:29 P

Page:2 of 2

Sol AddedResClMatrix PrepStart PrepEnd

Prep Factor Units:
mL / mL

Comments: into 95.0C oven at 13:32     Filter Lot #: 17661258

ExPos TareWt CleanUp

5/20/20245/20/20241.000240517032-001A 20 200Wastewater 9 63.4184

5/20/20245/20/20241.000240517060-002B 20 200Wastewater 51 67.7944

5/20/20245/20/20241.000LCS-108926 20 200 1112 35.8364

5/20/20245/20/20241.000MB-108926 20 200 6 31.6722

Solution ID Solution Name SampType AmtAdd units
WC9-108-C TDS LCS 1000 mg/L 0



Client Sample ID: 2101-SH-240516
Collection Date: 5/16/2024 9:53:00 AM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-001

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.10 pCi/L 1ND

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.66 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 1 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2102-SH-240516
Collection Date: 5/16/2024 1:23:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-002

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.00 pCi/L 1ND

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.67 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 2 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2103-SH-240516
Collection Date: 5/16/2024 12:10:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-003

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20240.96 pCi/L 1ND

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.86 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 3 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2201-SH-240515
Collection Date: 5/15/2024 12:25:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-004

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.00 pCi/L 1ND

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.85 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 4 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2202-XB-240516
Collection Date: 5/16/2024 7:30:00 AM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-005

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20240.91 pCi/L 1ND

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.88 pCi/L 11.46

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 5 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2203-SH-240515
Collection Date: 5/15/2024 6:37:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-006

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20240.72 pCi/L 11.32

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20240.94 pCi/L 11.19

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 6 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2204-SH-240515
Collection Date: 5/15/2024 4:31:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-007

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.10 pCi/L 1ND

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20241.10 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 7 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2205-XB-240515
Collection Date: 5/15/2024 3:03:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-008

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.00 pCi/L 1ND

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20241.10 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 8 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 2200-SH-240516
Collection Date: 5/16/2024 1:23:00 PM

Matrix: GROUNDWATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-009

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20240.44 pCi/L 1ND

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20241.10 pCi/L 11.25

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 9 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)



Client Sample ID: 1000-EB-240515
Collection Date: 5/15/2024 7:00:00 PM

Matrix: WATER

Analyses Result Qual Units Date AnalyzedRL

CLIENT: Greenidge Generation, LLC
Work Order: 240517005

DF

Lab Sample ID: 240517005-010

Adirondack Environmental Services, Inc Date: 20-Jun-24

PO-00341PO#:
Reference: C-Pond-CCR Monitoring  /  CCR Monitoring 

RADIUM 226 - EPA 903.1 Analyst: 10888
  

Radium-226 6/13/20241.10 pCi/L 1ND

RADIUM 228 - EPA 904.0 Analyst: 10888
  

Radium-228 6/13/20241.50 pCi/L 1ND

Qualifiers:   
J - Analyte detected below quanititation limits
B - Analyte detected in the associated Method Blank

S - LCS Spike below accepted limits (+ above)
Z - RPD outside accepted recovery limits

ND - Not Detected at the Reporting Limit

E - Value above quantitation range-Estimate
X - Value exceeds Maximum Contaminant Level

Page 10 of 10
T - Tentitively Identified Compound-Estimated Conc.
N - Matrix Spike below accepted limits (+ above)
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