Engineer’s Certification of Groundwater Monitoring

System Performance Standards
Greenidge Power Generating Station
C-Pond CCR Surface Impoundment

1. Compliance Requirement

EnSol, Inc. has been retained by Greenidge Generation LLC to review the existing groundwater monitoring
system for C-Pond considering newly obtained information from 2021 through 2025. The current system was
evaluated against the performance standard established by the CCR Rule under 40 CFR Part 257.91(a), which
reads in part:
(@) Performance standard. The owner or operator of a CCR unit must install a groundwater
monitoring system that consists of a sufficient number of wells, installed at appropriate locations
and depths, to yield groundwater samples from the uppermost aquifer that:
(1) Accurately represent the quality of background groundwater that has not been affected
by leakage from a CCR unit. ...; and
(2) Accurately represent the quality of groundwater passing the waste boundary of the CCR
unit ... All potential contaminant pathways must be monitored.

2. Findings

The current monitoring well array consists of two background wells and six downgradient wells. One
additional well to the north of C-Pond is to be installed to capture groundwater passing under the unit boundary
to the north. With the addition of the seventh downgradient well all potential pollutant pathways will be
monitored, and the number of wells will be sufficient. All wells in the monitoring well array are, or will be,
installed at appropriate locations and depths to yield groundwater samples that accurately represent the quality
of groundwater background to and passing through the C-Pond CCR unit’s waste boundary, defined herein as
the lateral and vertical extents of the waste mass.

3. Certification

I hereby certify that I have reviewed the groundwater monitoring system performance standards for C-Pond,
located at the Greenidge Power Generating Station owned and operated by Greenidge Generation LLC, and
the requirements in federal regulation 40CFR Part 257 Subpart D - Standards for the Disposal of Coal
Combustion Residuals (CCR) in Landfills and Surface Impoundments published April 17, 2015 and last
amended on May 8, 2024. The proposed groundwater monitoring system (with recommendations) has been
designed and constructed to meet the requirements specified for CCR units in 40 CFR Part 257.91-
Groundwater Monitoring Systems. Any future modifications to the groundwater monitoring system will be
certified and added to the facility’s operating record.

I am a duly licensed professional engineer in the State of New York.
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